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MUTOH Status Monitor

Installation Wizard Operation Manual

1 Introduction

1 Introduction

This document describes the specifications for the Installation Wizard performed from
MUTOH Status Monitor (referred to as “MSM”).

MSM and other related applications should be installed from All-in-one installer.

1-1 Target Models

The target models are as follows:

Model F/W Version Windows Driver Version
VJ-628 1.00 or later 1.00 or later
VJ-426UF 1.00 or later 1.00 or later
VJ-628X 1.00 or later 1.00 or later
VJ-626UF 1.00 or later 1.00 or later
VJ-628MP 1.00 or later 1.00 or later
XPJ-1682SR/1641SR 1.00 or later 1.00 or later
XPJ-461UF/661UF 1.00 1.00

1-2 Supported Operation Systems

The supported OS are as follows:

Processor

Supported OS

Windows 10
x86 Windows 8/8.1
Windows 7

Windows 10
x64 Windows 8/8.1
Windows 7

1-3 Supported Languages

The supported languages are as follows:

Japanese Chinese Dutch Portuguese
English German Italian
Korean Spanish French
11 MSMIE-A-01




MUTOH Status Monitor

Installation Wizard Operation Manual 2 Installation Wizard Functions

2 Installation Wizard Functions

The Installation Wizard guides you through the printer initial installation process for your
selected printer and informs the installation result to All-in-on installer.
When the Installation Wizard is fully completed, MSM is closed and you will return to the

All-in-one installer process.

For the details of the Installation Wizard, see “3 Installation Wizard”.

® VJ-628's Installation Wizard screens are used as examples here, unless otherwise noted.
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3 L ) . 3 Actvation

3 Installation Wizard

The Installation Wizard launches depending on the printer status and guides you through

the printer initial installation process after the printer registration.

3-1 Launching Installation Wizard
The Installation Wizard launches if any of the following conditions apply;

1. The MSM initial setting has not been completed.
2. The printer activation has not been completed

3. The initial ink charge has not been performed.

1). Main Menu for VJ-628/628X/628MP

Remote Panel
rinter model : V1-628 No Remaote e - T, Undlate
Status : - ‘Waiting for installation wizard to start Printer Info.
Installation Wizard | / 11
* q * Follow the installation wizard instructions. k s —
i
Back Skip Next Short Cleaning Normal Cleaning Long Cleaning Little Charge
1 — |
Detail
Thank you for purchasing a MUTOH product. e

—
7 ool Now initial installation starts. Please read the followings and click [Next] button.

[Read Here First]

. 4 Initial Charge (_———— ] 4 1. Prepare for inks and media for the initial installation.

2. Initial installation takes about 30 minutes.

* Please note that it takes more than 30 minutes in some cases.

. 5 Media Set
. 6.Nozzle Check (——guul 6

T

[ ) . 7.Cleaning
‘ . 8 Adjustment Print ( —— ] 8
d

. 9. Media Feed Adjustment
. 10. Complete (——— 10
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No Name Contents

1 Introduction Displays the introduction of the Installation Wizard.

Click [Next] to continue.

2 Initial Setting (MSM) Performs the MSM initial setting.

Click [Next] in this menu to launch the Initial Setting Wizard.

3 Activation Performs the printer activation.
Click [Next] in this menu to launch the Activation Wizard.

* If the printer activation was already performed, skip this menu.

4-9 | Initial Charge Performs the initial ink charge and printer adjustments.
Click [Next] to proceed each menu.
* If the initial ink charge was already performed, skip the “Initial

Charge” menu.

10 Complete Exits the Installation Wizard in this menu.
11 | Next Go to the “Initial Setting” menu.
12 | Exit Terminates the Installation Wizard.

If you terminate the Installation Wizard without performing the
followings, your printer cannot be operated:

«Activation

-Initial Charge
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2).  Main Menu for VJ-426UF/626UF/XPJ-461UF/661UF

Remote Panel

anb—l model @ VI-426UF Printer Serial No Remote Panel Mode : Ramote Panel Mode Update
Status : - ‘Waiting for installation wizard to start Printer Infa

Installation Wizard |

Back Skip
Thank you for purchasing a MUTOH product.

¥ 2 i SR (e MNow initial installation starts. Please read the followings and click [Next] button.

‘ ( Follow the installation wizard instructions.

Next

3 — "y 3. Activation
[Read Here First]
4. Initial Charge 1. Prepare for inks and media for the initial installation.
5 5. Media Set 2. Initial installation takes about 30 minutes. )

* Please note that it takes more than 30 minutes in some cases.

", 6. Complete

No Name Contents

Displays the introduction of the Installation Wizard.

1 Introduction ; :
Click [Next] to continue.

Performs the MSM initial setting.
Click [Next] in this menu to launch the Initial Setting Wizard.
For the details, see “MUTOH Status Monitor Design Specification”.

2 Initial Setting (MSM)

Performs the printer activation.

Click [Next] in this menu to launch the Activation Wizard.

For the details, see “MUTOH Status Monitor Design Specification”.
* If the printer activation was already performed, skip this menu.

3 Activation

Performs the initial ink charge and printer adjustments.

Click [Next] to proceed each menu.

* If the initial ink charge was already performed, skip the “Initial
Charge” menu.

4-5 | Initial Charge

6 Complete Exits the Installation Wizard in this menu.

Next Go to the “Initial Setting” menu.

Terminates the Installation Wizard.
If you terminate the Installation Wizard without performing the
followings, your printer cannot be operated:

-Activation  -Initial Charge

Exit
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3). Main Menu for XPJ-1682SR / 1641SR

&5 Rernote Panel E
Printer model - XP]-16825R Printer Serial No. - . - Femote Panel Mods | et |
Status: ‘ [:] Wailing for installation wizard lo start PiterInfa | Ommm ] ()
Installation Wizard 1
q Follow the installation wizard instructions,  Select Print Head ﬁ Y E. -
* * = = daie
AL - . . ;
Back Skip Mext Short Cleaning | Mormal Cleaning | Long Cleaning Little Charge

Detail Thank you for purchasing a MUTOH product, E

2 —e | - i e (T New initial installation starts, Please read the followings and click [Next] butten,

—_—s 3. Activati )
3 ¥ NERSE [Read Here First]

4 o 1. Prepare for inks and media for the initial installation.
2, Initial installation takes about 30 minutes,
5 -— ¢ * Please note that it takes mare than 30 minutes in some cases,
6 =——e
7 -

No Name Contents

Displays the introduction of the Installation Wizard.
Click [Next] to continue.

1 Introduction

o ; Performs the MSM initial setting.
2 Initial Setting (MSM
9 ) Click [Next] in this menu to launch the Initial Setting Wizard.
For the details, see “MUTOH Status Monitor Design Specification”.

Performs the printer activation.

Click [Next] in this menu to launch the Activation Wizard.

For the details, see “MUTOH Status Monitor Design Specification”.
* If the printer activation was already performed, skip this menu.

3 Activation

47 | Initial Charge Pgrforms the initial ink charge and printer adjustments.

Click [Next] to proceed each menu.
* If the initial ink charge was already performed, skip the “Initial
Charge” menu.

8 Complete Exits the Installation Wizard in this menu.
9 Next Go to the “Initial Setting” menu.
10 | Exit Terminates the Installation Wizard.

If you terminate the Installation Wizard without performing the
followings, your printer cannot be operated:
+Activation  -Initial Charge

3-4 MSMIE-A-01




MUTOH Status Monitor

Installation Wizard Operation Manual

3 Installation Wizard

3-2 Initial Setting (MSM)
Performs the MSM initial setting.
For the details, see “MUTOH Status Monitor Operation Manual”.

Remote Panel
Remote Panel Mode Update
Printer Info Exit
‘( Follow the installation wizard instructions. A E,
: e
Tend. Short Cleaning Iormal Cleaning Little Charge
. 1. Introduction !
Detal Thank you for installing VSM &
To use the application easily, please follow the procedure to configure each setting.
. 3 Activation
Various services will be available by connecting VSM to Value Jet Club.

.4 Initial Charge

. 5 Media Set

. 6. Nozzle Check

, 7. Cleaning

8. Adjustment Print
+ 9 Media Feed Adjustment
+ 10. Complete
No Name Contents
1 Next Launches the Initial Setting Wizard.
MSMIE-A-01
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3 Installation Wizard

1).

Introduction

This window will be displayed at the first time to use MSM.

Check the contents, and click "Start" button.

15 Introduction >

2. <

< MUTOH Club Login Setting >

Automati

Single

ing

MUTOH Club Login

v

Mail Setting

Manual

Se

Manual

Multiple

Default setting Wizard
Introduction

Thank you for installing MSM

To use the application easily, please follow the procedure to configure
each setting.

Various services will be available by connecting MSM to MUTOH Club.

p B = et PR

Check current firmware Report Mail Printer Info. Providing Service

Default setting will be started

Start 2

Cancel
No. Name Description
1 |Service List List of services to be available for users by connecting the MSM to
MUTOH Club.
2 | Start Start the initial setting.
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3 Installation Wizard

2). Service List

Specify the contents of MUTOH Club service to use.

Select the service to use, and click "Next" button.

® To use MUTOH Club service, need to log into MUTOH Club through the Internet.

® If you cannot access the Internet, uncheck “MUTOH Club Service”.

1 < Introduction

v

< servicelist > |

Proxy Setting

Automatic Manual

v

MUTOH Club Login
v

< MUTOH Club

Single

- Default Setting Confirmation >

Default setting Wizard

Various services will be available by activating MUTOH Club service.
Please select services to use.

| MUTOH Club Service ¥ Report Mail ¥ Printer Info. Providing Service @uu— 1 2 3
149

&F o e

Proceed to the next setting

Mext
Printer Registration 4
End <Back Cancel
No. Name Description

1 |MUTOH Club Service

Select the checkbox to use MUTOH Club service.When the
MUTOH Club service is unchecked, the following services will not
be available.

2 | Report Mall

Select the checkbox to use the service to send report mail to the
e-mail address specified in MSM.

3 | Printer Information Providing

Select the checkbox to use the service to back up the printer

Service information to MUTOH Club from MSM, and check the printer
information through MUTOH Club.
4 | Next Proceed to the next setting.
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3 Installation Wizard

3).

Proxy Setting

To use the proxy server according to the internet environment, please configure the setting.

Introduction

gl < Proxy Setting __> |
Automatic Manual
v
MUTOH Club Login

Mail Setting
Manual

v

e-mail addrs etting

v

- Default Setting Confirmation =

Printer

To use the proxy server according to the internet environment, please

configure the setting.

* For the details, please check with your network administrator.

Which setting will be used for the proxy setting.

Default setting Wizard

Proxv Settina

—. &3l1,

Automatic Setting Manual Setting
Automatic Setting: Manual Setting:
Your browser setting will be used Setup the details of proxy server
without change. manually.
If there is no problem, please use For the details, please check with

automatic setting.

your network administrator.

< Back Cancel

No. Name Description
1 |Automatic Setting Your browser setting will be used without change.
If there is no problem, please use automatic setting.
2 | Manual Setting Setup the details of proxy server manually.

For the details, please check with your network administrator.

3-8
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3 Installation Wizard

3-1

Proxy Setting Manually

Configure the proxy setting manually.

Introduction

gl < Proxy Setting __> |
Automatic Manual
v
MUTOH Club Login

Mail Setting
Manual

v

e-mail addrs etting

v

- Default Setting Confirmation =

Default setting Wizard

Proxv Settina

To use the proxy server according to the internet environment, please
configure the setting.
For the details, please check with your network administrator.

[~ Use a prowy server for your LAN 1
wagoress [ ][] [ ][] 2
Port Number 3

Proceed to the next setting.

e Next 4
No. Name Description
1 |Use a proxy server for your LAN | Check the box to use the proxy server, and enter the IP address
and port number.
2 | IP Address Enter the IP address of proxy server.
3 | Port Number Enter the port number of proxy server.
4 | Next Proceed to the next setting.
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3 Installation Wizard

4).

MUTOH Club Login

Log into MUTOH Club.
Please enter the login ID and password that were specified for user registration.

® To use MUTOH Club service, need to log into MUTOH Club through the Internet.

Default setting Wizard

Introduction .
-~ MUIOHCWbLegn
Log into MUTOH Club.
Please enter the login ID and password that were specified for user
registration.
* The setting can be changed later.
Automatic
<™ MUTOH Club Login |
v LoginID : [ we | 1
< MUTOH Club Login 5 .
Single Mull Password : | | 2
Report Mail Setting
asy Manual
e-mail addr tting -
v Log in
- Default Setting Confirmation >
Login
Printer Registration 4| 3
End <Back Cancel
No. Name Description
1 |LoginID Enter the login ID for MUTOH Club.
2 | Password Enter the password for MUTOH Club.
3 | Login Enter the login ID and password to log into MUTOH Club.

3-10
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5). MUTOH Club Login Error
If a wrong login ID or password is entered, or have trouble to connect the Internet, a login

error will occur.Check the login ID, password and the Internet connection to log into MUTOH

Club again.
Default setting Wizard
infzoducten MUTOH Club Login Error
Failed to login to MUTOH Club.
Please check the login ID, password and the internet connection.
S Enter the necessary items to login again.
3 < Proxy Setting
Automatic Manual
<™ MUTOH Club Login |
y Login ID : [ | 1
Password @ [k | 2
ort Mail Setting
Manual
e-mail addr tting >
v Log in
: Default Setting Confirmation >
v Login
Printer Registration = 1 3
End g <Back Cancel
No. Name Description
1 |LoginID Enter the login ID for MUTOH Club.
2 | Password Enter the password for MUTOH Club.
3 | Login Enter the login ID and password to log into MUTOH Club.
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6). MUTOH Club Login Setting
Please specify the method to login to MUTOH Club.
This setting will be the method to login to MUTOH Club from now.

Default setting Wizard

Introduction

MUTOH Club Loain Setting

Please specify the method to login to MUTOH Club.
This setting will be the methed to login to MUTOH Club from now.

3 < Prox
Automatic
v

MUTOH Club Login How to login?

v

i MUTOH Club Login Setting ®

Multiple .
v
Mail Setting =

Single

Single User

Manual

Multiple Users

Single User:

The login password will be saved, and
the login will be performed
automatically.

If other people do not use the PC, this
setting will be useful.

Se

Multiple Users:

The login password will not be saved,
and the login should be performed
manually.

If more than one person use the PC,
please select this setting.

< Back Cancel
No. Name Description

1 |Single User

The login password will be saved, and the login will be performed
automatically.
If other people do not use the PC, this setting will be useful.

2 | Multiple Users

The login password will not be saved, and the login should be
performed manually.
If more than one person use the PC, please select this setting.

3-12 MSMIE-A-01
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7). Report Mail Setting
Specify the mail notification system for the report mail function.

Please select the system according to your e-mail environment.

® For the details, see “MUTOH Status Monitor Operation Manual”.

Introduction

Automatic

v

MUTOH Club Login

v
< MUTOH Club Logi
Single I
v
g< __Report Mail Setting_>
Easy Manual

7.« e-mail addr tting -

8 Default Setting Confirmation >

Default setting Wizard

Specify the mail notification system for the report mail function.
Please select the system according to your e-mail environment.
* If there is no problem, select the easy notification to perform mail

How to notify?

MU‘I‘E O ] alv]

Easy Notification

Manual Notification

Easy Notification:

Notification mail will be sent from
MUTOH Club.

Notification mail can be sent easily
without setting SMTP.

* Mail also can be sent to a free e-
mail account.

Manual Notification:

Mail will be sent by using your e-mail

environment. The setting includes
SMTP will be required.

* Mail may not be sent to a free e-
mail account depending on the
environment.

In that case, please use easy
notification.

< Back Cancel
No. Name Description

1 |Easy Notification

Notification mail will be sent from MUTOH Club.
Notification mail can be sent easily without setting SMTP.
* Mail also can be sent to a free e-mail account.

2 | Manual Notification

Mail will be sent by using your e-mail environment.
The Setting includes SMTP will be required.
* Mail may not be sent to a depending on the enviroment.
In that case, please use easy notification.

3-13

MSMIE-A-01




MUTOH Status Monitor

Installation Wizard Operation Manual

3 Installation Wizard

7-1  Mail Setting(General)

If the report malil is set to manual notification, enter the user information to send mails.

Introduction

Automatic
v
MUTOH Club Login

v
< MUTOH Club Logi

Single
v
L Report ail Seting >
= Manual
v
7.« e-mail addr tting

v

Default setting Wizard
Mail Settina(General)

Please enter the user information to send e-mails.

Name [Sample | O — 1

e-mail address [Sample®mutohsojp | 2

Proceed to the next setting.

8- Default Setting Confirmation >
MNext
9. < Printer 3
< Back Cancel
No. Name Description
1 |Name Enter the name to corresponding to the mail address for sending.It

will be displayed by the mail software for receiving.

2 | e-mail address

Enter the mail address for sending.

3 Next

Proceed to the next setting.

3-14 MSMIE-A-01




MUTOH Status Monitor

Installation Wizard Operation Manual 3 Installation Wizard

7-2  Mail Setting(SMTP)
Set up the SMTP.

Default setting Wizard

Intreduction > . -
-~ MailSettinasMTP})
Set up the SMTR.
Check the settings with the network administrator.
. * Required items to enter
Automatic
MUTOH Club Login > sMTP(Sent Mail) * [Gw] [ww]. [wa] [Bw] 1
> Port * E ] 2
< MUTOH Club Log [~ An authenticalion is required for the mail delivery 3
Single - Account [ | . 4
v |
[k Report Mail Setting >} Password | | 5
=T Manual
Proceed to the next setting.
Mext 6
9. < Printer Registration
i < Ed g <Back Earad
No. Name Description
1 |Name Enter the IP address of the mail server for sending.
2 | Port Enter the port number to be used for the connection with SMTP

server.Usually, please set the default value "25" port.
* Please change the setting according to the SMTP server in use.

3 | An authentication is required for | Check the box when the authentication for SMTP server is
the mail delivery necessary.
Then enter the 4. account and 5. password.

4 | Account Enter the authentication account for the SMTP server.
5 |Password Enter the authentication password for the SMTP server.
6 |Next Proceed to the next setting.

® For the setting contents, please check with your network administrator.

3-15 MSMIE-A-01
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8). e-mail address Setting

Please register the e-mail address to be used for report mail function.

Perform "Send Test Mail" to check the mail sending condition.

Introduction

Automatic

v

MUTOH Club Login

Default setting Wizard

ilad |

Please register the e-mail address to be used for repart mail function.
Perform "Send Test Mail" to check the mail sending condition.

* The setting can be changed later.

If you do not set e-mail address at the initial setting, click "Next" to skip
this setting.

e-mail address : [Bample 28mutoh oo jp | 1
¥ al v Send Test Mai |
< MUTOH Club Login Setting > —I —I 3’4’2
single Multinle e-mail address List : | Sample@mutohzojp
v 5
Report Mail Setting
Easy Manual
v
L e-mail address Setting
v Proceed to the next setting
8- Default Setting Confirmation >
Mext 6
Printer Registration
End <Back Cancel
No. Name Description

1 |e-mail address

Enter the mail address for receiving to be added.

2 | Send Test Mail

Send a test mail to the address entered in "1. E-mail Address

(added).
* This will not be valid until other settings complete.

3 | Delete Mail Address

To delete the registered e-mail address for receiving, select and
click the mail address to delete.

4 | Add Mail Address

Register the mail address for receiving entered in "1. E-mail
Address".

5 |Registered Mail Address

The registered mail address for receiving will be displayed.

6 | Next

Proceed to the next setting.

® If you do not register the e-mail address during the initial setting, click “Next” to skip this setting.

3-16 MSMIE-A-01
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9). Default Setting Confirmation
Please check the contents of initial setting.
If there is no problem with the settingsm click "Save" button.

To change the settings, click the setting items and change the settings.

Default setting Wizard

Introduction Default Settina Confirmation
Please check the contents of initial setting.
If there is no problem with the settingsm click "Save" button.
To change the settings, click the setting items and change the settings.
Automatic
MUTDH'C.IUL? Login > MUTOH Club Service Use { Report Mail
- Printer Information Provide }
1 v Proxy Setting Automatic Marual
UTOH Club Logi MUTOH Club Login —— 2
Single Mgl MUTOH Club Login Setting Single Multiple
v Report Mail Setting Easy Mapuak
Repart Mail Setting e-mail address Settin: RegistratioUnregisterad
£-mall s0dress Setting
Easy Manual <
7.« e-mail addr tting >
v Save the default setting.
ADefault Setting Confirmation |
v Sawve
9. <  Printer 0 > 3
< Back Cancel
No. Name Description
1 |Setting Items List of initial setting itemsTo change the setting, click the item and
change the content.
2 | Setting Contents The contents of each setting will be displayed.Check the setting
contents.
3 | Next Proceed to the next setting.

3-17 MSMIE-A-01
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10). Initial setting completed
This is the end of initial setting.

ault setting Wizard

Introduction — :
Initial settina completed

This is the end of initial setting.
Thank you for using MSM, MUTOH Club.

Automati

MUTOH Club Login

v
< MUTOH Club Logi

Single Multiple

Report Mail Setting
Easy Manual

v

e-mail addrs etting

v Exit the initial setting

- Default Setting Confirmation =

End l

Printer

< Back Cancel

No. Name Description

1 |End Exit the initial setting.

3-18 MSMIE-A-01
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3-3 Activation

Performs the printer activation.

For the details, see “MUTOH Status Monitor Operation Manual”.

Remote Panel
- Remote Panel Mode Update
Frinter Info Exit
Installation Wizard I 1
* q g Follow the installation wizard instructions. A E, p—
2 = e
Back Skip M Short Cleaning Marmal Cleaning Little Charge
1. Introduction .
2 Initial Sett M Dotail Activation is required on the initial startup of the printer. E
I D) To activate the printer, you need an Activation Code.
To activate the printer, you need an Activation Code.
*Please ask your dealer how to obtain the Activation Code.
4. Initial Charge
5. Media Set 1. User registration on Valuelet Club
2. Dealer
6. Nozzle Check
7. Cleaning
8. Adjustment Print
9. Media Feed Adjustment
10. Complete
No Name Contents
1 Next Launches the Activation Wizard.
2 Back Go back to the previous menu.

3-19 MSMIE-A-01
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1). Execute Activation via the Internet
Connect MSM to the Internet, MSM will automatically access MUTOH Club and execute
activation.

1. Click "Internet connection is available".

& Activation (]

The activation will be ezecuted.

The activation method varies according to the
connection s=etting to the Internet.

Select the connection =s=etting from below.

—_— _— —_— _— —_— _— —_— -
* Internet connection is awvailable

hooess to the Web server, and emecute the I

activation manually.
-_—a - - - - e .

* Internet connection is not svailable

Ezecute the activation from the HACF
(Activation Code File),or by entering the
Activation Code manually.

2. Accessing the MB-Web to obtain the "Activation Code" and executing Activation. Please wait.

& Activation S5

Currently checking with the szerver.
Thi=z may take a few mninutes.

Serial No.

3-20 MSMIE-A-01
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3. When activation is complete, the following window appears.

® [f an activation execution error occurs, contact your dealer and inform them of the "ErrCode".

@ Activation S5

Activation completion

The activation has been completed.

3-21 MSMIE-A-01
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2). Execute Activation By Entering “Activation Code*

1. Click "Internet connection is not available".

& Activation (]

The activation will be ezecuted.

The activation method varies according to the
connection s=etting to the Internet.

Select the connection =s=etting from below.

* Internet connection is awvailable

hooess to the Web server, and emecute the
activation manually.

r *_ _— [ —_— _— —_— _— _—
Internet connection is not available

I Ezecute the activation from the HACF I
(Activation Code File),or by entering the
Activation Code manually.

| S

2. Enter the activation code issued by your dealer and click "Execution”. In order to execute activation

with an activation code file, click the folder icon and select the file.

& Activation =5

Enter the actiwation code{le-digit=) for the
zerial number below to execute the activation.

Serial No. - -

f_______-

Activation Code E‘ I

I‘pk’b\:”}k";\k' I‘pk’b\:”}k";\k' I‘pk’b\:”}k";\k' I‘pk’b\:”}k";\k' I

_—_—_—__J

execute

Back

Cancel |

3-22 MSMIE-A-01
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3. When activation is complete, the following window will appear.

@ Activation S5

ation completion

The activation has been completed.

0K |

® [f an activation execution error occurs, contact your dealer and provide the "ErrCode".
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3-4 Initial Charge

1). When using Smart/C

When the printer is set to using Smart/C, go to the Smart/C Wizard to update Smart/C before performing the
initial ink charge.

When the printer is not set to using Smart/C, proceed to the Initial Charge Wizard.

1-1 Smart/C Update Confirmation

After clicking [Next] in the Initial Charge Wizard, obtain the printer information to check the Smart/C amount.
When the Smart/C amount is not enough for the initial ink charge, go to the Smart/C Wizard.

When the Smart/C amount is enough for the initial ink charge, update the Smart/C amount or display the

confirmation message below.

Confirmation 23

f -~ \ Are you sure you want to update Smart/C before performing
¥ the initial ink charge?

1 . T —— )
No. Name Description
1 Yes Go to the Smart/C Wizard.
2 No Go to the Initial Charge Wizard.
Required Smart/C amount for Initial Ink Charge:
Printer Model Smart/C Amount [ml] Smart/C Amount [%]
VJ-628 / 628X / 628MP 200 [ml] 1 [%]
VJ-426UF / 626UF 400 [ml] 2 [%]
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1-2  Smart/C
Update Smart/C.

Remote Panel

Printer Status  Smart’C ‘

| The Smart/G update is required before performing the initial ink charge. Control right O—
] w— * *.— 2 |Update Smart/C from the followine. [ contral rig 3
Back Mext Control right O— 4
ach lext S ———

[Sitep]
1. Choosze the Smart/C update type.
2. Glick the “Update” button to update Smart/C.

5 m— Smart/C Update Type Smart/C Information (gl §)

Web File(MSCF) | SIC Card

Quantity of update[mi] |4000 -

Max: 24[L]

Smart/C[%)]

100

Type: Merd -
50
Stock: 230000[mi]

Confirmation UpDate

No. Name Description
1 |Back Go back to the Installation Wizard process.
2 | Next Go to the Initial Charge Wizard.

This button is available only when the Smart/C amount is enough
for the initial ink charge.

3 | Control Right Status Displays the current control right status.
: Obtained the control right.

: Not obtained the control right.

4 | Control Right Obtain the control right.

5 | Smart/C Update Type Displays the type of Smart/C to be update.

6 | Smart/C Information Displays the Smart/C information for a printer that has been
monitored.
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1-3  Update the Smart/C with Web

Obtain and display the Smart/C information available via an Internet connection from MUTOH Club.

Smart/C Update Type

Web File(MSCF) | S/C Card

1 Quantity of update[ml]: IWUU LI
2 Tvpe: |‘-.-‘er3 -]
3 Stack: 287960[ml1]

I
Confirmation e 4
_ 1

No. Name Description
1 | Quantity of Update [ml] Select the quantity of Smart/C to update.
* The selectable quantity of update varies according to printer
model.
2 | Type Select the ink type for Smart/C to update.
3 | Stock Displays the stock of the Smart/C that is selected in No. 2.

* If the quantity of stock is less than the quantity of update, the
update cannot be executed.

4 | Confirmation Obtain the latest Smart/C information from MUTOH Club.
* This information cannot be obtained without login to MUTOH
Club.

® This function may not be available depending on the model.
® This tab can be displayed only when "Internet connection is available" is selected in the Internet

connection setting.

3-26 MSMIE-A-01



MUTOH Status Monitor
Installation Wizard Operation Manual

3 Installation Wizard

1-4

The MSCF information will be displayed.

Update the Smart/C with the Update File (MSCF)

Smart/C Update Type

Web File(MSCF) | S/C Card

1 Printer Serial Mo: [ 00

2 File Mame: | U 4000010515 mecf
3 =y File Status: 0K
4 Twpe: Verd
5 Cartitse [ ]: 220[ml]
No. Name Description
1 |Printer Serial No. Displays the serial number of the monitored printer.
2 | File Name Displays the file name of the loaded MSCF.
3 | File Status Displays the status of the loaded MSCF.
The status will be detected as an error according to conditions.
*If the MSCF is not for the appropriate printer
*If the MSCF is already updated
4 | Type Displays the type of Smart/C for the loaded MSCF.
5 | Quantity [ml] Displays the quantity of Smart/C for the loaded MSCF in ml.
6 |Open Select the MSCF to load.

This function may not be available depending on the model.

MSCF : Smart/C Update File
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1-5 Update the Smart/C with S/C Card

S/C card information will be displayed.

Smart/C Update Type

Web File(MSCF) SIC Card
8/C Card Info
1 Farmat check : QK
2 Capacity[ml]l: 920
3
No. Name Description

1 | Format check

Displays the status of the read S/C card.

Capacity [ml]

Displays the capacity of the read S/C card in ml.

Displays the reason for the S/C card reading error.

2
3 Detail Information
4

Start-Stop

Check and cancel the reading of S/C card.

® This function may not be available depending on the model.

® Please use the S/C card reader and writer that we recommend.

S/C card reader and writer that we don't recommend cannot be used.

For S/C card reader and writer we recommend, please contact the dealer.
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1-6

Smart/C Information

Displays the Smart/C information of the printer that has been monitored.

Smart/C Information

] m— [ 24 [L]
Smart/Cl%]
100 1
20 -
O— )
0 -
UpDate 3
No. Name Description
1 |Max Displays the maximum Smart/C of the printer that has been
monitored.
* The Smart/C MAX varies according to printer model.
2 | Smart/C Amount Displays in % the remaining amount of Smart/C for the printer that
has been monitored.
3 | Update Click the "Update" button to update the Smart/C.

Refer to "1-7 Smart/C Update" for details.
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1-7 Smart/C Update
When conditions for Smart/C update are met, the "Update" button will be available, then click the button to

update the Smart/C.

® To update the Smart/C with MUTOH Club, transfer the service information of the printer to the MUTOH
Club.

® To update the Smart/C with the S/C card, make sure not to remove the S/C card during the update. If
the S/C card is removed during the update, the Smart/C update will not be completed normally.
® The Smart/C cannot be updated unless all of the conditions below are met.
Update using Web
* User login has been completed.
* The available quantity of Smart/C stock is sufficient.
Update using MSCF
* MSCF is valid.
Update the S/C card
* The S/C card is valid.
Common Condition
« Control rights have been assigned.
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2). VJ-628/628X/628MP

Launches the Initial Charge Wizard to perform the initial ink charge.
@Cleaning Wiper Installation: Not Required

@Cleaning Wiper Installation: Required

Instatation Wizerd |

- n ( , | [ Fotow the inscaliation wizard insructions.

K& %] =]

. 1. Imrduction

NENEN

Performs initial ink charge. Click [Next] button.
2. iniisl Setting(VSM) == [Next]

Follow the initisl ink charge wizard instructions.
3 Activation lw Here First]

Before performing infial ink charging, install the cleaning wiper.
Ther n start initial ink charging.

e start. - You must first mstall the deaning wiper bafore starting initial ink charging.
i ok o i e e - De NOT touch the eleaning wiper rubber with your bare hand.
- 1f the ink charging is itermy need to start from the | I fngerof gt on th ruboes il dormags e princ
© 6 Mdia Sat . . P"d’” - Make sure to prepare clea
gt i e ot tom T £ ke s
e ok chorging s e, wmccmmnﬁmmmmmng

‘waste flud after head washog.

B
'Mlh‘h\mmmoﬂthm

head.
mﬂgnamﬂumgummun
* Front Cover : Close the cover, * Media Fixing Knob : Lock the knab,

T & Adjustment Print

T 9 Metia Feed Adustment

10, Complate

No Name Contents
1 Next Launches the Initial Charge Wizard.
2 Back Go back to the previous menu.

If the instruction to install the cleaning wiper appears on the wizard, you must first install the cleaning

wiper before starting initial ink charging. For the installation procedure, see the Startup Guide supplied
with the printer.
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2-1  Start Ink Charge

@Cleaning Wiper Installation: Not Required @Cleaning Wiper Installation: Required

Ramote Paost.
Preter Staags Iaal Gharge | printer Status Il Char
— el |
e — Botail [ Eosow the procedures described in this sectian. Then chck [Start] button to start initial ink charging.
3 Ao C [Raa tare Ft] g ik
S m:;e:"r: ::‘ e cleaning cartridges and ink cartrigges before you start. ool ::'Jo-;‘:u;mmmmmwumnm
Cleaning Cartridges -mmmFrge.umm“r:‘o:s;n:arﬁunum. :m::w it fnger o it b '
- Make sure the waste fluid bottle has enaugh space te hold waste fluid after head washing, PR '3\"‘9 sitfachty P necessary.
7.Discharging clearing fluid L 1 Dachugng ceinng had e i
S e
e e i
e S s
No Name Contents
1 Start Sends the command to start the initial ink charge to the printer.
2 Back Go back to the Installation Wizard process.

* After clicking [Start] in this menu, the initial ink charge progress is monitored (every
second) and indicated in the status field.

If the instruction to install the cleaning wiper appears on the wizard, you must first install the cleaning

wiper before starting initial ink charging. For the installation procedure, see the Startup Guide supplied
with the printer.

3-32 MSMIE-A-01



MUTOH Status Monitor
Installation Wizard Operation Manual

3 Installation Wizard

2-2  Empty Waste Ink Tank

Check the waste ink tank before performing the initial ink charge.
When the waste ink treatment is completed, click [Start] to reset the waste ink counter.

Remote Panel

Printer Status  Initial Chyl

Remote Panel Mode Update

Printer Info Exit

Performs initial ink charge.
Follow the procedures below.

1.Start Ink Charge

3

3.Remove Cartridges
4.Insert Cleaning Cartridges
5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges
. 10.Ink Charge

» 11.Complete

Make sure the waste fluid bottle has enough space to hold waste fluid.
After emptying the waste ink tank, click [Start] button.

[Read Here First]
- Make sure to empty the waste ink tank before performing initial ink charge and head washing. If

any waste ink is left in the tank, it may overflow the tank.

No Name

Contents

1 Start

Sends the command to reset the waste ink counter to the printer.
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2-3 Remove Cartridges
This page appears if any cartridge is inserted into the slot.

If not, the page is skipped.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Printer Status  Initial Charge |

b fed

1.Start Ink Charge

Performs initial ink charge.
Follow the procedures below.

3

Remove all the ink cartridges.
2.Empty waste ink tank

4.Insert Cleaning Cartridges
5.Charging cleaning fluid

6.Remove Cartridges

7.Discharging cleaning fluid
8.Empty waste ink tank
9.Insert Ink Cartridges

10.Ink Charge

11. Complete
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2-4  Insert Cleaning Cartridges
Insert all cleaning cartridges into the slots.

When the insertion is completed, go to the next page.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Performs initial ink charge.
Follow the procedures below.

1 rt Ink Charge

3

Set the cleaning cartridge to the ink cartridge slot.

Keep triangle mark of the cleaning cartridge facing up and insert towards the printer side.
Insert the cleaning cartridge all the way to the end of the slot.

When all cleaning cartridges are installed, the printer starts charging the cleaning fluid.

2.Empty waste ink tank

3.Remove Cartridges

5.Charging cleaning fluid

6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges
10.Ink Charge

11. Complete

2-5 Charging Cleaning Fluid

The cleaning fluid is being charged into the printer head.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Printer Status  Initial Charge |

* ' . ‘ Performs initial ink charge.
Follow the procedures below.
Back Start Next

1.Start Ink Charge

3

Charge cleaning fluid takes about 2.5 minutes.

2.Empty waste ink tank FoEm AL

3.Remove Cartridges

4.Insert Cleaning Cartridges

6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges
10.Ink Charge

11. Complete
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2-6  Remove Cartridges

Remove all cleaning cartridges after charging the cleaning fluid.

Remote Panel

Lo teg modcll VY625 I it (i[O B N S oo [l RoncMod TR W Femite Fanel bode Update

Printer Info Exit

Printer Status  Initial Charge |

b fed

1.Start Ink Charge

Performs initial ink charge.
Follow the procedures below.

3

Remove all the ink cartridges.
2.Empty waste ink tank

3.Remove Cartridges
4.Insert Cleaning Cartridges

5.Charging cleaning fluid

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges
10.Ink Charge

11. Complete

2-7  Discharging Cleaning Fluid

The cleaning fluid is being discharged after removing all ink cartridges.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Printer Status  Initial Charge |

b fed

1.Start Ink Charge

Performs initial ink charge.
Follow the procedures below.

3

Discharge cleaning fluid takes about 2 minutes.

2.Empty waste ink tank FaoEe AL

3.Remove Cartridges
4.Insert Cleaning Cartridges
5.Charging cleaning fluid

6.Remove Cartridges

8.Empty waste ink tank
9.Insert Ink Cartridges

10.Ink Charge

11. Complete
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2-8

Empty Waste Ink Tank

Check the waste ink tank before performing the initial ink charge.
When the initial ink charge is completed, click [Start] to reset the waste ink counter.

Remote Panel

Printer Status  Initial C"ﬂfgel 1

Update

Remate Fanel Mode

Printer Info Exit

€[ a7

1.Start Ink Charge

2.Empty waste ink tank
3.Remove Cartridges
4.Insert Cleaning Cartridges
5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

9.Insert Ink Cartridges

. 10.Ink Charge

» 11.Complete

Performs initial ink charge.
Follow the procedures below.

3

Make sure the waste fluid bottle has enough space to hold waste fluid.
After emptying the waste ink tank, click [Start] button.

[Read Here First]
- Make sure to empty the waste ink tank before performing initial ink charge and head washing. If
any waste ink is left in the tank, it may overflow the tank.

No

Name

Contents

Start

Sends the command to reset the waste ink counter to the printer.
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2-9 Insert Ink Cartridges

Insert all ink cartridges into their specified slots after discharging the cleaning fluid.

When the insertion is completed, performs the initial ink charge.

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

Performs initial ink charge.
Follow the procedures below.

b fed

1.Start Ink Charge

3

Take out the ink cartridge from the bag. Shake the ink cartridge gently two to three times and
insert it into the printer.

*Make sure that the ink cartridges are inserted into the correct slots.

Match the mark in front of the slot and the color of the ink before inserting the ink cartridge.
+.Insert Cleaning Cartridges *Keep triangle mark of the ink cartridge facing up and insert towards the printer side.
*Insert the ink cartridge all the way to the end of the slot.
When all ink cartridges are installed, the printer starts charging the ink fluid.

2.Empty waste ink tank

3.Remove Cartridges

5.Charging cleaning fluid

6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

10.Ink Charge E>
11. Complete ﬂrl
=

2-10 Ink Charge

The ink charge is being performed.

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

Performs initial ink charge.
Follow the procedures below.

b fed

1.Start Ink Charge

. Detail Initial filling takes about 2.5 minutes. Ink filling operation and pause operation are repeated
2.Empty waste ink tank during the ink replenishment.
3.Remove Cartridges Please wait.

4.Insert Cleaning Cartridges
5.Charging cleaning fluid

6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges

11. Complete
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2-11 Complete
When the initial ink charge is fully completed, stops the initial ink charge monitoring.

Remote Panel

Panel Mode : - Remate Panel Mode Update

Printer Info Exit

Printer Status  Initial Charge |

Eack Start Next

1.Start Ink Charge

Per‘forrns initial ink charge.
Follow the procedures below.

3

. Initial ink charge has been completed.
ZJENET CEEE S ELE Set the media and perform test printing.

3.Remove Cartridges
4.Insert Cleaning Cartridges
5.Charging cleaning fluid

6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges

10.Ink Charge

No Name Contents

1 Next Go to the “Media Set” menu of the Installation Wizard.
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3). VJ-426UF/626UF
Launches the Initial Charge Wizard to perform the initial ink charge.

@Cleaning Wiper Installation: Not Required @Cleaning Wiper Installation: Required

nsrataton wased |

szﬂlm

ink chasging, in:
‘Than, you con start iniiel ink charging.
Cick [Next] button,

Performs initial ink charge,  Chick [Next] button. R
Follow the initial ink charge wizard instructions.

[n-w Hera First]

[Read Hers First]
Yo st s nta e leonng wiper bekovesoring il ik charsing.
- D NOT touch the cleaning wiper rubber with your bare

ing the init the printer
i you need

No Name Contents
1 Next Launches the Initial Charge Wizard.
2 Back Go back to the previous menu.

® [f the instruction to install the cleaning wiper appears on the wizard, you must first install the cleaning

wiper before starting initial ink charging. For the installation procedure, see the Startup Guide supplied

with the printer.
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3-1 Start Ink Charge
@Cleaning Wiper Installation: Not Required @Cleaning Wiper Installation: Required

Remote Panel

it Crarge | Printer Status Iniial Charge |

< » |
{2

Detait Cick [Start] button to start ink charging.
b 2 gy e b
7 ey Follow the procedures described n this section. J

3 Remove Cartridges [Read Here First]
= ¥ 4 & ! Cloaning Catitigus pizehotlt bihoi et YN, 4
£ &.nsert Cleaning Cartridges - During the ind the printer - - 1Ffinger o ets on the rubber, it wil damage the print head.
5. Charging dlesing fuid T Charg cereg Rt :m .
& Remove Cartridges L & Remove Camidyes I ginning.
7. Discharging cleaning fud
. B.Empty waste Ink tank

Eﬂﬂmm

L3 P Camne [Read Hars ¥ex)

ing wipar

o 1 Dachagey deaneg had

L BEnoly e rhuck

L8 ot Catiiges

.insert Ink Cartridges
L0k Chaige

L 11 Conghoe

7 10.Ink Charge:

11.Complets

No Name Contents
1 Start Sends the command to start the initial ink charge to the printer.
2 Back Go back to the Installation Wizard process.

* After clicking [Start] in this menu, the initial ink charge progress is monitored (every

second) and indicated in the status field.

® [f the instruction to install the cleaning wiper appears on the wizard, you must first install the cleaning
wiper before starting initial ink charging. For the installation procedure, see the Startup Guide supplied

with the printer.
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3-2  Empty Waste Ink Tank
Check the waste ink tank before performing the initial ink charge.
When the waste ink treatment is completed, click [Start] to reset the waste ink counter.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Printer Status Initial Chyl 1

Rk

1.5tart Ink Charge

Performs initial ink charge.
Follow the procedures below.

E

Make sure the waste fluid bottle has enough space to hold waste fluid.
After emptying the waste ink tank, click [Start] button.

3.Remove Cartridges
[Read Here First]

- Make sure to empty the waste ink tank before performing initial ink charge and head washing. If

4.Insert Cleaning Cartridges
any waste ink is left in the tank, it may overflow the tank.

5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges
. 10.Ink Charge

. 11.Complete

No Name Contents

1 Start Sends the command to reset the waste ink counter to the printer.
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3-3 Remove Cartridges
This page appears if any cartridge is inserted into the slot.

If not, the page is skipped.

Remote Panel

: V1-426UF rin No : - Remate Fanel Mode Update

Printer Info Exit

Printer Status  Initial Charge

¢ ]e]

1.5tart Ink Charge

Performs initial ink charge.
Follow the procedures below.

E

Remaove all the ink cartridges.
2.Empty waste ink tank

4.Insert Cleaning Cartridges
5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank
9.Insert Ink Cartridges

. 10.Ink Charge

. 11.Complete
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3-4

Insert Cleaning Cartridges

Insert all cleaning cartridges into the slots.

When the insertion is completed, go to the next page.

3-5

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

Performs initial ink charge.
Follow the procedures below.

1.5tart Ink Charge

E

Set the cleaning cartridge to the ink cartridge slot.
2.Empty waste ink tank Keep triangle mark of the cleaning cartridge facing up and insert towards the printer side.
Insert the cleaning cartridge all the way to the end of the slot.

3.Remove Cartridges
When all cleaning cartridges are installed, the printer starts charging the cleaning fluid.

5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank
9.Insert Ink Cartridges
10.Ink Charge

11. Complete

Charging Cleaning Fluid

The cleaning fluid is being charged into the printer head.

Remote Panel

: V1-426UF Rermote Panel Mode

Update

Printer Info

Printer Status  Initial Charge |

Exit

* . » Performs initial ink charge.
Follow the procedures below.
Back Start Next

1.5tart Ink Charge

E

Charge cleaning fluid takes about 2.5 minutes.
2.Empty waste ink tank Please wait.

3.Remove Cartridges

4.Insert Cleaning Cartridges

6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges
10.Ink Charge

11. Complete
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3-6 Remove Cartridges
Remove all cleaning cartridges after charging the cleaning fluid.

Remote Panel

el : VI-426UF e E ! - Remote Panel Mode Update

Printer Info Exit

Printer Status  Initial Charge |

b fpd

1.5tart Ink Charge

Performs initial ink charge.
Follow the procedures below.

E

Remaove all the ink cartridges.
2.Empty waste ink tank

3.Remove Cartridges
4.Insert Cleaning Cartridges

5.Charging cleaning fluid

7.Discharging cleaning fluid

8.Empty waste ink tank
9.Insert Ink Cartridges
10.Ink Charge

11. Complete

3-7 Discharging Cleaning Fluid
The cleaning fluid is being discharged after removing all ink cartridges.

Remote Panel

B0 =g modelL VI 3 oA S i (i[O M S oo e Bar[Modc R W Rermote Fanel ode Update

Printer Info Exit

Printer Status  Initial Charge |

b fpd

1.5tart Ink Charge

Performs initial ink charge.
Follow the procedures below.

E

Discharge cleaning fluid takes about 2 minutes.
2.Empty waste ink tank Please wait.

3.Remove Cartridges
4.Insert Cleaning Cartridges
5.Charging cleaning fluid

6.Remove Cartridges

8.Empty waste ink tank

9.Insert Ink Cartridges
10.Ink Charge

11. Complete
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3-8 Empty Waste Ink Tank
Check the waste ink tank before performing the initial ink charge.
When the initial ink charge is completed, click [Start] to reset the waste ink counter.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Printer Status  Initial Chargel 1
>

RRard

1.5tart Ink Charge

Performs initial ink charge.
Follow the procedures below.

E

. Make sure the waste fluid bottle has enough space to hold waste fluid.
2.Empty waste ink tank After emptying the waste ink tank, click [Start] button.

3.Remove Cartridges
[Read Here First]

4.Insert Cleaning Cartridges - Make sure to empty the waste ink tank before performing initial ink charge and head washing. If
any waste ink is left in the tank, it may overflow the tank.

5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

9.Insert Ink Cartridges

. 10.Ink Charge

. 11.Complete

No Name Contents

1 Start Sends the command to reset the waste ink counter to the printer.
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3-9 Insert Ink Cartridges

Insert all ink cartridges into their specified slots after discharging the cleaning fluid.

When the insertion is completed, performs the initial ink charge.

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

Performs initial ink charge.
Follow the procedures below.

b fpd

1.5tart Ink Charge

*Insert the ink cartridge all the way to the end of the slot.

5.Charging cleaning fluid . . . . .
When all ink cartridges are installed, the printer starts charging the ink fluid.

6.Remove Cartridges

7.Discharging cleaning fluid

. Detail Take out the ink cartridge from the bag. Shake the ink cartridge gently two to three times and
2.Empty waste ink tank insert it into the printer.
3.Remove Cartridges *Make sure that the ink cartridges are inserted into the correct slots.
Match the mark in front of the slot and the color of the ink before inserting the ink cartridge.
4.Insert Cleaning Cartridges *Keep triangle mark of the ink cartridge facing up and insert towards the printer side.

8.Empty waste ink tank

10.Ink Charge

- @ ¢

3-10 Ink Charge
The ink charge is being performed.

Remote Panel

: V1-426UF Rermote Panel Mode

Update

Printer Info

Exit

Performs initial ink charge.
Follow the procedures below.

b fpd

1.5tart Ink Charge

> Detail Initial filling takes about 2.5 minutes. Ink filling operation and pause operation are repeated
B v sl during the ink replenishment.
3.Remove Cartridges Please wait.

4.Insert Cleaning Cartridges
5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges

11. Complete
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3-11 Complete
When the initial ink charge is fully completed, stops the initial ink charge monitoring.

Remote Panel

: VI-426UF rinte No sl L - Remote Panel Mode Update

Printer Info Exit

Printer Status  Initial Chargel / 1

o
& o

1.5tart Ink Charge

Performs initial ink charge.
Follow the procedures below.

E

. Initial ink charge has been completed.
2.Empty waste ink tank Set the media and perform test printing.

3.Remove Cartridges
4.Insert Cleaning Cartridges
5.Charging cleaning fluid
6.Remove Cartridges

7.Discharging cleaning fluid

8.Empty waste ink tank

9.Insert Ink Cartridges

10.Ink Charge

No Name Contents

1 Next Go to the “Media Set” menu of the Installation Wizard.
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4). XPJ-1641SR/1682SR

Launches the Initial Charge Wizard to perform the initial ink charge.

ermote Hanel

Printer model - XPJ-16825R Printer Serial No. © % %% Remote Panel Mode - FE————— | Updata |

Status: “:] Initial Charge Firter Info | Bt |

Ingtallation Wizard

‘ q Y | Follow the installation wizard instructions.  Select Print Head A E, E', p—
i
AL - . . ;
Back Skip | [ Mest ] Short Cleaning | Mormal Cleaning | Long Cleaning Little Charge
1. Introduction ]
- . Detail Before performing initial ink charging, install the cleaning wiper. o
- Initial Setting(MSM) Then, you can start initial ink charging.
- Click [Mext] button.
DGIERTLE [Read Here First]
- You must first install the cleaning wiper before starting initial ink charging.
- Do NOT touch the cleaning wiper rubber with your bare hand. =
- If finger oil gets on the rubber, it will damage the print head.
- Make sure to prepare cleaning bag and ink bag before you start.
- During the initial charge, do not turn off the printer unless necessary.
If the ink charging is interrupted, you need to start from the beginning.
- Make sure the waste fluid bottle has enocugh space to held waste fluid after head washing.
No Name Contents
1 Next Launches the Initial Charge Wizard.
2 Back Go back to the previous menu.
] If the instruction to install the cleaning wiper appears on the wizard, you must first install the

cleaning wiper before starting initial ink charging. For the installation procedure, see the Startup Guide

supplied with the printer.
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4-1 Start Ink Charge
gREmutEPanel E

Printer model :  XPJ-16825R Printer Serial No. : [ %8 Remote Panel Mode : Fe——— | T |

Status: | C] Start Ink Charge Pt Info, | B |
Printer Status || Initial Charge

12 =&l 2%
LoRack. Start Hext

Performs initial ink charge.
Follows the procedures below,

Detail Then click [Start] button to start initial ink charging.

[Read Here First]
- You must first install the cleaning wiper before starting initial ink charging.
- Do NOT touch the cleaning wiper rubber with your bare hand.
- If finger oil gets on the rubber, it will damage the print head,
- Make sure to prepare cleaning bag and ink bag before you start.
- During the initial charge, do net turn off the printer unless necessary,
If the ink charging is interrupted, you need to start from the beginning.
- Make sure the waste fluid bottle has enough space to hold waste fluid after head washing.

No Name Contents
1 Start Sends the command to start the initial ink charge to the printer.
2 Back Go back to the Installation Wizard process.

* After clicking [Start] in this menu, the initial ink charge progress is monitored (every
second) and indicated in the status field.

] If the instruction to install the cleaning wiper appears on the wizard, you must first install the
cleaning wiper before starting initial ink charging. For the installation procedure, see the Startup Guide

supplied with the printer.
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4-2 Remove the ink bag cases and S/C card.
This page appears if either ink bag case or S/C card is inserted into the printer.

If not, the page is skipped.

Printer model 1 XPJ-16825R Printer Serial No. © % %% Remote Panel Mode : E—— | Updata |

Status: - Remove the ink bag cases Pt Info, | B |
Printer Status || Initial Charge

€« & D

Performs initial ink charge.
Follows the procedures below,

Detail Remove all the ink bag cases and S/C card.
- Stare the cleaning bag together with the corresponding 5/C card.
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4-3 Insert Cleaning bag cases and S/C card.
Insert all cleaning bag cases and S/C card into the slots.

When the insertion is completed, go to the next page.

Printer model - XPJ-16825R Printer Serial No. : —— Remote Panel Mode : [:] Femote Pansl Mods | Uprdate |

Status: | [  tmsert Cleaning bag cases itz Info. | B |
Printer Status || Initial Charge

Performs initial ink charge.
Follow the procedures below.

Detail Insert the cleaning bag cases and 5/C cards into each slot.

- Face the latch side towards you and insert the case into the slot,
- Make sure that they are fully inserted.

4-4 Charging Cleaning Fluid
The cleaning fluid charging will start after the cleaning bag case and S/C card are inserted

into all slots.

Printer model - XPJ-16825R Printer Serial No. : —— Remote Panel Mode : [:] Femote Pansl Mods | Uprdate |

Status: | (]  chorging clcaning fluid( 0 / 100 [x]) itz Info. | B |

Printer Status || Initial Charge

Performs initial ink charge.
Follow the procedures below.

Detail Charge cleaning fluid takes about 14 minutes.

Please wait,

o 10 Complete
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4-5 Remove Cleaning bag cases and S/C card.

Remove all cleaning bag cases and S/C card after charging the cleaning fluid.

Printer model 1 XPJ-16825R Printer Serial No. © % %% Remote Panel Mode : E—— | Updata |

Status: - Remove the ink bag cases Pt Info, | B |

Prmter Status Initial Charqe

Back Start Nexl

Performs initial ink charge.
Follows the procedures below,

Detail Remove all the ink bag cases and S/C card.

- Stare the cleaning bag together with the corresponding 5/C card.

4-6 Discharging Cleaning Fluid

The cleaning fluid is being discharged after removing all ink bag cases and S/C card.

Printer model 1 XPJ-16825R Printer Serial No. © 4 %% Remote Panel Mode : E—— | Updata |

Status: - Discharging cleaning fluid( 0 7 100 [%]) Pt Info, | B |

Prmter Status Initial Charqe

Performs initial ink charge.
Follows the procedures below,
Back Start Nexl

Detail

Discharge cleaning fluid takes about 7.5 minutes,
Please wait,
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4-7 Wash Retry ?

Select whether to repeat the cleaning.

emote Fanel
Printer model 1 XPJ-16825R Printer Serial No. © % %% Remote Panel Mode : E—— | Updata |
Status: )  weshBew Ptz o, | B |
Printer Status || Initial Charge
* “ . Performs initial ink charge.
Follows the procedures below, fes NO | 1 2
Back Start Hext | )
= it
Detail Do you want to perfarm head washing?
Click [Yes] to start head washing.
Click [No] to continue ink charge without head washing.
[Read Here First]
- Make sure to prepare cleaning bag and ink bag before you start.
- During the initial charge, do net turn off the printer unless necessary,
If the ink charging is interrupted, you need to start from the beginning.
- Make sure the waste fluid bottle has enough space to hold waste fluid after head washing.
No Name Contents
1 Yes Repeat the cleaning.
2 No Go to the "Ink Charge" menu.
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4-8 Insert Ink bag cases and S/C card
Insert all ink bag cases and S/C card into their specified slots after discharging the cleaning

fluid.When the insertion is completed, performs the initial ink charge.

Printer model 1 XPJ-16825R Printer Serial No. © - — Remote Panel Mode - E—— | Updata |

Status: | C] Gelting printer information. .. Pt Info, | B |

Prmter Status Initial Charqe

Back Start Nexl

Performs initial ink charge.
Follows the procedures below,

Detail Insert the ink bag cases and S/C cards into each slot.

- Make sure to match the colored label on the ink slot and the colored label on the ink bag.
- Face the latch side towards you and insert the case into the slot,
- Make sure that they are fully inserted.

4-9 Ink Charge
The ink charge is being performed.

Printer model 1 XPJ-16825R Printer Serial No. © 4 %% Remote Panel Mode : E—— | Updata |

Status: - Ink Charge( 17100 [Z]) Pt Info, | B |

Prmter Status Initial Charqe

Back Start Nexl

Performs initial ink charge.
Follows the procedures below,

Detail Initial filling takes about 10.5 minutes. Ink filling operation and pause operation are repeated
during the ink replenishment.
Please wait,
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4-10

Complete

When the initial ink charge is fully completed, stops the initial ink charge monitoring.

Printer model : XPJ-16825R

Printer Serial No. © - — Remote Panel Mode - EE—— | Update |

Status: - Completed initial ink charge. Pt Info, | B |

Printer Status || Initial Charge

ol

Performs initial ink charge.

1 Follows the procedures below,
Back Start Next
. Detail Initial ink charge has been completed.
Set the media and perform test printing.
No Name Contents
1 Next Go to the “Media Set” menu of the Installation Wizard.
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5). XPJ-461UF / 661UF

Launches the Initial Charge Wizard to perform the initial ink charge.

@Cleaning Wiper Installation: Required

Remote Panel

XPJ-661UF Print o Rei -

Status - Initial Charge

Installation Wizard |

1.2 _.‘ t‘ » |Fo|lowmeinstallationwizardins|mam_
' Back Skip L Mext

1. Introduction

Detail Before performing initial ink charging, install the cleaning wiper. ~

Then, you can start initial ink charging.

Click [Next] button.

[Read Here First]

- You must first install the cleaning wiper before starting initial ink charging.
- Do NOT touch the cleaning wiper rubber with your bare hand.

2. Initial Setting(MSM)

3. Activation

5. Media Set - If finger oil gets on the rubber, it will damage the print head.
- Make sure to prepare cleaning cartridges and ink cartridges before you start.
6. Complete - During the initial charge, do not turn off the printer unless necessary.

If the ink charging is interrupted, you need to start from the beginning.
- Make sure the waste fluid bottle has enough space to hold waste fluid after head washing.

No Name Contents
1 Next Launches the Initial Charge Wizard.
2 Back Go back to the previous menu.

If the instruction to install the cleaning wiper appears on the wizard, you must first install the cleaning wiper

before starting initial ink charging. For the installation procedure, see the Startup Guide supplied with the

printer.
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5-1 Start Ink Charge

@Cleaning Wiper Installation: Required

Remote Panel

Printer model XPJ-661UF Printe

erial No,

Remote Pancl Mode [ ]

Status Start Ink Charge Printer Info.

Printer Status  Initial Charge |

12 =

|

2. Empty waste ink tank

3. Remove Cartridges

4. Insert Cleaning Cartridges
5. Charging cleaning fluid

6. Remove Cartiidges

7. Discharging cleaning fluid
8. Empty waste ink tank.

9. Insert Ink Cartridges

. 10 Ink Charge

. 11. Complete

Performs initial ink charge.
Follow the procedures below.

First, install the cleaning wiper. ~
Then click [Start] button to start initial ink charging.

[Read Here First]
- You must first install the cleaning wiper before starting initial ink charging.
- Do NOT touch the cleaning wiper rubber with your bare hand.
- If finger oil gets on the rubber, it will damage the print head.
- Make sure to prepare cleaning cartridges and ink cartridges before you start.
- During the initial charge, do not turn off the printer unless necessary.
If the ink charging is interrupted, you need to start from the beginning.
- Make sure the waste fluid bottle has enough space to hold waste fluid after head washing.

No Name Contents
1 Start Sends the command to start the initial ink charge to the printer.
2 Back Go back to the Installation Wizard process.

* After clicking [Start] in this menu, the initial ink charge progress is monitored (every

second) and indicated in the status field.

If the instruction to install the cleaning wiper appears on the wizard, you must first install the cleaning wiper

before starting initial ink charging. For the installation procedure, see the Startup Guide supplied with the

printer.
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5-2 Empty Waste Ink Tank

Che

ck the waste ink tank before performing the initial ink charge.

When the waste ink treatment is completed, click [Start] to reset the waste ink counter.

Remote Panel

XPJ-661UF P No.

Status Emply waste ink tank Printer Info.

Printer Status  Initial Charge |

—=.2 %

Performs initial ink charge.
Follow the procedures below.

1. Start Ink Charge

Detail Check that the waste ink level in the waste ink tank is either empty or low, L
and then Enter.

3. Remove Cartridges [R i Here First]

- Make sure to empty the waste ink tank before performing initial ink charge and head washing.
If any waste ink is left in the tank, it may overflow the tank.

- (When you use your printer for the first time or after you replace the waste ink tank) If no or
small amount of waste fluid is collected in the waste ink tank,

4. Insert Cleaning Cartridges

5. Charging cleaning fluid

6. Remove Cartridges you may not be able to drain fluid out of the tank. This does not affect the use of this product.
- The capacity of the waste ink tank is 2,000 ml. Make sure to prepare a container with at least
7. Discharging cleaning fluid 2,000 ml capacity.

8. Empty waste ink tank.

9. Insert Ink Cartridges

10. Ink Charge

11. Complete

No

Name Contents

Start Sends the command to reset the waste ink counter to the printer.
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5-3 Remove Cartridges
This page appears if any cartridge is inserted into the slot.

If not, the page is skipped.

Remote Panel

XPJ-661UF Aen

Status Remove Cartridges Printer Info.

Printer Status  Initial Charge |

* “ * Performs initial ink charge.
Follow the procedures below.
Back Start Next

1. Start Ink Charge

Dotadl Remove all the ink cartridges.

2. Empty waste ink tank

4. Insert Cleaning Cartridges
5. Charging cleaning fiuid

6. Remove Cartiidges

7. Discharging cleaning fluid

8. Empty waste ink tank.

9. Insert Ink Cartridges

. 10 Ink Charge

. 11. Complete D
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5-4 Insert Cleaning Cartridges
Insert all cleaning cartridges into the slots.

When the insertion is completed, go to the next page.

Remote Panel

XPJ-661UF Prin o Re -

Status Insert Cleaning Cartridges

Printer Status Initial Charge

Performs initial ink charge.
Follow the procedures below.
Start

1. Start Ink Charge

Dotadl Set the cleaning cartridge to the ink cartridge slot.

2R Catid Insert the cleaning cartridge all the way to the end of the slot.
SESHEEEE—— When all cleaning cartridges are installed, the printer starts charging the cleaning fluid.

5. Charging cleaning fiuid
6. Remove Cartiidges

7. Discharging cleaning fluid

2 Empty waste ink tank Keep triangle mark of the cleaning cartridge facing up and insert towards the printer side.

8. Empty waste ink tank.
9. Insert Ink Cartridges
10. Ink Charge

11. Complete

5-5 3-5 Charging Cleaning Fluid

The cleaning fluid is being charged into the printer head.

Remote Panel

XPJ-661UF Piin ) [

Status Charging cleaning fluid( 1 7 100 [%]) Printer Info.

Printer Status Initial Charge

Performs initial ink charge.
Follow the procedures below.
Start

1. Start Ink Charge

. Dotadl Charge cleaning fluid takes about 3 minutes.
2. Empty waste ink tank P wait.

3. Remove Cartridges

4. Insert Cleaning Cartridges

6. Remove Cartiidges

7. Discharging cleaning fluid

8. Empty waste ink tank.
9. Insert Ink Cartridges

10. Ink Charge

11. Complete
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5-6 Remove Cartridges
Remove all cleaning cartridges after charging the cleaning fluid.

Remote Panel

Piinter model XPJ-661UF Printer Serial No. Femote Panel Mode [ ]

Status Remove Cartridges Printer Info.

Printer Status Initial Charge

Performs initial ink charge.
Follow the procedures below.
Start

1. Start Ink Charge

Dotadl Remove all the ink cartridges.

2. Empty waste ink tank
3. Remove Cartridges
4. Insert Cleaning Cartridges

5 Charging cleaning fluid

7. Discharging cleaning fluid

8. Empty waste ink tank.
9. Insert Ink Cartridges

. 10 Ink Charge

. 11. Complete D

5-7 3-7 Discharging Cleaning Fluid
The cleaning fluid is being discharged after removing all ink cartridges.

Remote Panel

XPJ-661UF P No.

e - ] e
Status Discharging cleaning fluid( 2 7 100 [X]) Printer Info.

Printer Status Initial Charge

Performs initial ink charge.
Follow the procedures below.
Start

1. Start Ink Charge

Dotail Discharge cleaning fluid takes about 6.5 minutes.
2. Empty waste ink tank Pl wait.

3. Remove Cartridges
4. Insert Cleaning Cartridges
5. Charging cleaning fiuid

6. Remove Cartiidges

8. Empty waste ink tank.
9. Insert Ink Cartridges

. 10 Ink Charge

. 11. Complete
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5-8 Empty Waste Ink Tank

Che

ck the waste ink tank before performing the initial ink charge.

When the initial ink charge is completed, click [Start] to reset the waste ink counter.

Remote Panel

XPJ-661UF Print o Rei -

Status Emply waste ink tank

Printer Status  Initial Charge |

—E .| 8]

1. Start Ink Charge

Performs initial ink charge.
Follow the procedures below.

. Detail Check that the waste ink level in the waste ink tank is either empty or low, L
2. Empty waste ink tank and then Enter.
3. Remove Cartridges [Read Here First]

- Make sure to empty the waste ink tank before performing initial ink charge and head washing.
If any waste ink is left in the tank, it may overflow the tank.

- (When you use your printer for the first time or after you replace the waste ink tank) If no or
small amount of waste fluid is collected in the waste ink tank,

4. Insert Cleaning Cartridges

5. Charging cleaning fluid

6. Remove Cartridges you may not be able to drain fluid out of the tank. This does not affect the use of this product.
- The capacity of the waste ink tank is 2,000 ml. Make sure to prepare a container with at least
7. Discharging cleaning fluid 2,000 ml capacity.

9. Insert Ink Cartridges

10. Ink Charge

11. Complete

No

Name Contents

Start Sends the command to reset the waste ink counter to the printer.
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5-9 Insert Ink Cartridges
Insert all ink cartridges into their specified slots after discharging the cleaning fluid.

When the insertion is completed, performs the initial ink charge.

Remote Panel

XPJ-661UF Print

Insert Ink Cai

Performs initial ink charge.
« “ ’ | Follow the procedures below.

1. Start Ink Charge
> Dotail Prepare the new ink cartridge and follow the instructions below to invert it to mix the ink. A
2D T - Face the ink spout side upwards for 3 seconds.
AT - Invert it and. count for 3 seconds.
- Repeat 10 times.
4. Insent Cleaning Cartridges Tnsert ink cartridge to this printer.
5. Charging cleaning fluid *Make sure that the ink cartridges are inserted into the correct slots.
Match the mark in front of the slot and the color of the ink before inserting the ink cartridge.
6. Remove Cartridges *Keep triangle mark of the ink cartridge facing up and insert towards the printer side.
*Insert the ink cartridge all the way to the end of the slot.
7. Discharging cleaning fluid When all ink cartridges are installed, the printer starts charging the ink fluid.

8. Empty waste ink tank.

3 sec,

10. Ink Charge
11. Complete ¢ H
3 sec. x10

5-10 3-10 Ink Charge

The ink charge is being performed.

Remote Panel

XPJ-661UF Print

Performs initial ink charge.
« “ ’ | Follow the procedures below.

1. Start Ink Charge
> Dotail Initial filling takes about 6 - 9 minutes. Ink filling operation and pause operation are repeated
ZECEREE during the ink replenishment.
3 Remove Cartridges Rlacageas
. Read Here First]
4, Insert Cleaning Cart [
Rl DO NOT attempt the following actions during ink charging:

5 Charging cleaning fluid - Power off the printer.
- Disconnect the power cord.

6. Remove Cartridges - Open the front cover.

- Move the printers.
7. Discharging cleaning fluid

8. Empty waste ink tank.

9. Insert Ink Cartridges

11. Complete
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5-11

Complete

When the initial ink charge is fully completed, stops the initial ink charge monitoring.

Remote Panel

XPJ-661UF P

No Remote Pancl Mode [ ]

fintef -
Status Completed nk charge.

Printer Status  Initial Charge |

| ol
IH"\ tart

1. Start Ink Charge

2|

2. Empty waste ink tank

3. Remove Cartridges

4. Insert Cleaning Cartridges
5. Charging cleaning fluid

6. Remove Cartiidges

7. Discharging cleaning fluid
8. Empty waste ink tank.

9. Insert Ink Cartridges

. 10 Ink Charge

Performs initial ink charge.
Follow the procedures below.

Initial ink charge has been completed.
Set the media and perform test printing.

No

Name

Contents

Next

Go to the “Media Set” menu of the Installation Wizard.
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3-5 Media Set
1). VJ-628/628X/628MP
Prints the nozzle check patterns to check if the initial ink charge is properly performed.

Set the media first by following the procedures.

Remote Panel
Status : i Printer Info Exit
Printer Status  Installation W\zardy 1
2 h I q * Follow the installation wizard instructions. A E, E_': —
Back Skip Mext Short Cleaning Normal Cleaning Long Cleaning Little Charge
. 1. Introduction !
2 Initial Setti S Detail Prints nozzle check patterns to check if initial ink charge is properly performed. B
7 AL Set the media first by following the procedures.
. 3 Activation
.4 Initial Charge
. 6. Nozzle Check
, 7. Cleaning
B Adjustment Print
+ 9 Media Feed Adjustment
10, Complete
No Name Contents
1 Next Go to the next page of the “Media Set” menu.
2 Skip Go to “Complete” of the Installation Wizard.

This button functions apply to the all “Media Set” menu pages.
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1-1

1-2

Media Set: Step 1

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4._ Initial Charge

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete

Follow the installation wizard instructions.

R

Short Cleaning

E,

Normal Cleaning

Long Cleaning

s—
vie

Little Charge

1. Remove the 3 inches adaptor and media stopper {movable) from the scroller.

[Read Here First]

- When using a roll media with 3 inches paper tube diameter, leave the 3 inches adaptor on.

Media Set: Step 2

Remote Panel
Remote Panel Mode Update
Printer Info Exit
Follow the installation wizard instructions. A X‘:‘- —
i
Short Cleaning Normal Cleaning Long Cleaning Little Charge
1. Introduction }
Detal 2. Attach a roll media to the scroller. =
2_Initial Setting(VSM)
3. Activation [Read Here First]
- Attach the media in the rolling direction to be the same with the figure.
4 Initial Charge - Push in the roll media so that there is no space with the media stopper (fixed).
6. Nozzle Check
7. Cleaning
8. Adjustment Print
9. Media Feed Adjustment
10. Complete
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1-3 Media Set: Step 3

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Follow the installation wizard instructions. A X‘:‘: —
i
Short Cleaning Normal Cleaning Long Cleaning Little Charge
1. Introduction
Detail N N . B N N
- 3. Push in the media stopper (movable) until there is no space with the roll media. o

2_Initial Setting(VSM)
3_ Activation

4._ Initial Charge

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete

1-4 Media Set: Step 4

Remote Panel

Remote Panel Mode Update

Printer Info Exit

Follow the installation wizard instructions. A X‘:‘- —
i
Short Cleaning Normal Cleaning Long Cleaning Little Charge
1. Introduction
Dl 4. Attach the scroller to the scroller receivers. e
2_Initial Setting(VSM) . .
3. Activation [Read Here First]
- Attach the media stopper (movable) to face to the right, when this product is looked from its
4._ Initial Charge back.

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete
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1-5 Media Set: Step 5

Remote Panel

Remote Panel Mode Update

Printer Infa. Exit

Follow the installation wizard instructions. A E —_—
Short Cleaning Mormal Cleaning Long C\E_amn; Little Charge

1. Introduction
e Detai 5. Turn the media fix handle to release the lock. E
3. Activation
4_ Initial Charge
6. Nozzle Check W
7. Cleaning i

8. Adjustment Print

9. Media Feed Adjustment

10. Complete

1-6 Media Set: Step 6

Remote Panel

Remote Panel Maode Update

Printer Infa. Exit

Follow the installation wizard instructions. n E —
e
Short Cleaning Mormal Cleaning Long Cleaning Little Charge
1. Introduction
Detail N
6. Let the roll media pass through the paper feed slot. M

2_ Initial Setting(VSM)
3. Activation

4_ Initial Charge

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete
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1-7

1-8

Media Set: Step 7

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4._ Initial Charge

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete

Follow the installation wizard instructions.

R i

Short Cleaning

Normal Cleaning Long Cleaning

s—
vie

Little Charge

7-1. Open the front cover.
7-2. Pull out the media roller from the front side of the product.

[Read Here First]
- If the media gets loose, rewind the scroller to correct the looseness.

Media Set: Step 8

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4._ Initial Charge

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete

Follow the installation wizard instructions. A X‘:‘-

Short Cleaning Normal Cleaning Long Cleaning

s—
vie

Little Charge

8. Turn the media fix handle to lock.
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1-9 Media Set: Step 9

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4._ Initial Charge

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

10. Complete

Follow the installation wizard instructions.

R

Short Cleaning

E,

Normal Cleaning

Long Cleaning

Little Charge

s—
vie

9. Set the paper guides to media.
- Slide from both sides of platen and set.

1-10 Media Set: Step 10

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4._ Initial Charge

6. Nozzle Check
7. Cleaning
8. Adjustment Print

9. Media Feed Adjustment

10. Complete

Follow the installation wizard instructions.

R

Short Cleaning

S

Normal Cleaning

Long Cleaning

s—
vie

Little Charge

10. Close the front cover.
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2). VJ-426UF
Prints the nozzle check patterns to check if the initial ink charge is properly performed.

Set the media first by following the procedures.

Remote Panal
Printer : LD Remote Panel Mode Update
Frinter Info Exit
Installation Wizard | 1
A | q Follow the installation wizard instructions.
2 —
Back. Skip
v 1. Introduction
Detail 3 P
o . Printer will be ready to print after initial ink charge. z
o 2 I S ) Before printing, see the "Media Set" procedures below.
+ 3. Activation
[Note]
« 4. Initial Charge - The "Media Set" procedures are described in the operation manual.
- If you cannot understand the procedures below, also see the operation manual.
« 6. Complete
No Name Contents
1 Next Go to the next page of the “Media Set” menu.
2 Skip Go to “Complete” of the Installation Wizard.

This button functions apply to the all “Media Set” menu pages.
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2-1 Media Set: Step 1

Remote Panel

VI-426UF

Remote Panel Mode Update

Printet Infio Exit

Installtion Wizard |

Follow the installation wizard instructions.

. Introduction

Detail

1. Check that the message on the Panel is displayed. z

- i) SR ) If it is not, press the [Remove Media] key.

. Activation

. Initial Charge

. Complete

‘ Set media, then ‘

‘ press Set Media key. ‘

2-2  Media Set: Step 2

Remote Panel

V3-426UF Remote Panel Mare Update

Printet Infio Exit

Installtion Wizard |

Follow the installation wizard instructions.

. Introduction T
. . 2-1. Open the front cover slowly, holding it by the places shown in the picture and using both ~ +
. Initial Setting(VSM) hands,
. Activation 2-2. Open the front cover fully up as far as it will go.
. Initial Charge [Note]

- Always close the front cover fully.
- If you leave it part-open, it could close suddenly.
. Complete
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2-3

2-4

Media Set: Step 3

Remote Panel

VI-426UF

Installtion Wizard |

Remate Panel Mode

Update

Printet Infio

Exit

. Introduction
. Initial Setting(VSM)
. Activation

. Initial Charge

. Complete

Follow the installation wizard instructions.

Detail

3. If the message on the left is displayed, you can use the [+] and [-] keys to alter the
adsorption fan's intensity.

[Note]

- Use this when you want to alter the adsorption fan's intensity according to the media's
thickness.

- The adsorption fan will start operating when the [+] or [-] key is pressed.

- If you alter the setting, it will be reflected in the currently selected User Type.

Media Set: Step 4

: VI-426UF

Remate Panel Mode

Update

Printet Infio

Exit

. Introduction
. Initial Setting(VSM)
. Activation

. Initial Charge

. Complete

Follow the installation wizard instructions.

Detail

4. Place the media on the table.
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2-5 Media Set: Step 5

1 VI-426UF i - Rermote Panel Mode Undate
Printer Info Exit

. Introduction

Detail

5. Open the PG handwheel cover, by pressing on it. -
. Initial Setting(VSM) == vl g

. Activation

. Initial Charge

6. Complete

2-6 Media Set: Step 6

Remote Panel Mode Update
Printer Info Exit

. Introduction

o : il 6-1. Turn the PG handwheel to lower the table. -
> I BT 6-2. Position the media height guide over the table.
. Activation 6-3. Turn the PG handwheel to raise the table to the position where the media touches the

media height guide.
. Initial Charge

6. Complete
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2-7 Media Set: Step 7

VI-426UF

Remote Panel Mode Update

Printet Infio Exit

Follow the installation wizard instructions.

. Introduction

Detail

7-1. Remove the media height guide. z

2 i) S ) 7-2. Close the PG handwheel cover.

. Activation

. Initial Charge

6. Complete

2-8 Media Set: Step 8

: V3I-426UF Remote Panel Mare Update

Printet Infio Exit

Follow the installation wizard instructions.

. Introduction ’
. Detail 8. Close the front cover slowly, holding it by the places shown in the picture and using both z
2. Initial Setting(VSM) hands.
. Activation
[Note]
- Initial Charge - when closing the front cover, always use both hands and hold it by the portions specified.
- Do not place your fingers on the edges of the printer's opening portion, or on any parts
around those edges.
6. Complete - Your fingers could get caught and be injured.
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2-9 Media Set: Step 9

Remote Panal

VI-426UF

Remote Panel Mode Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

o . i 9-1. Press the [Set Media] key. -
2. Tifs] EE (V) 9-2. The message on the Panel will appear. The table will move inward, and a check will be run
3. Activation using the obstacle sensor, to make sure that the media will not contact with the head.
[Note]

4. Initial Charge - If the table is still positioned too high, the following will appear in the order given:

"Obstacle Detected", "Press Remove Media", "key". Press the [Remove Media] key and
readjust the table's height.
6. Complete

— |:> S——

2-10 Media Set: Step 10

Remote Panal

: V3I-426UF Remote Panel Mare Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

o . Detail 10. Press the [Enter] key. z
2 Itz S]] - This menu item only appears when the User Type are selected for the first time.
3. Activation - If you select "On", you will have to input the media width, media height, media set position
and origin position after pressing the [Set Media] key each time you set a media on the table.
4. Initial Charge - If you select "Off" via the [ - ] key, "Ready to Print" will be displayed after pressing the [Set
Media] key each time you set a media on the table.
In that case, the currently selected User Type values will be used for the media width, media
6. Complete height, media set position and origin position.
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2-11 Media Set: Step 11

Remote Panal

VI-426UF

Remote Panel Mode Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

Detail

o . 11-1. Use the [+] / [-] key to input the media width. z
2 Itz S]] 11-2. Press the [Enter] key.
3. Activation
[Note]
4. Initial Charge - These menu items will only appear if "On" is set for set check display.
- Any value from 30 mm to 483 mm can be set for the width.
- If media with width 483 mm is used, it will not be possible to input a Y-direction value for the
6. Complete set position.

483mm

2-12 Media Set: Step 12

: V3I-426UF Remote Panel Mare Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

Detail

o . 12-1. Use the [+] / [-] key to input the media length. z
2 Itz S]] 12-2. Press the [Enter] key.
3. Activation
[Note]

- Any value from 30 mm to 229 mm can be set for the length.

- If media with length 329 mm is used, it will not be possible to input an X-direction value for
the set position.

4, Initial Charge

6. Complete

Length: 329 mm
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2-13 Media Set: Step 13

Remote Panal

VI-426UF

Remote Panel Mode Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

Detail

o . 13-1. Press the [Enter] key. o
2. Initial Setting(VSM) [Note]
3. Activation - This menu item will only appear if "On" is set for "Detailed-set".

- If you know the media set position in advance, you can input it here,

using the [+] / [-] key to enter the X (longitudinal) value and [<] / [>] key to enter the Y
(lateral) value.
- For the set position, any value from 0.0 to 265.0 can be set for the X value, and any value
6. Complete from 0.0 to 453.0 for the Y value.
*These ranges will vary depending on the values set for the media width and length.

e : ‘SET X: 00 Y:o00 ‘
. =] ‘ Moving Location Pos. ‘

m

4, Initial Charge

2-14 Media Set: Step 14

: V3I-426UF Remote Panel Mare Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

o . i 14-1. Use the keys to align the LED pointer right foreground of the media. -
2 Itz S]] - Use the [+] / [-] key to move the table forward/backward(longitudinally).
3. Activation - Use the [<] / [*] key to move the LED pointer leftward /rightward(laterally).

14-2. Press the [Enter] key to set the position.
4, Initial Charge

6. Complete

‘SET X:10.0 Y:200 ‘
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2-15 Media Set: Step 15

Remote Panal

VI-426UF

Remote Panel Mode Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

o . il 15. Press the [Enter] key. z
2. Initial Setting(VSM)
3. Activation [Mote]
- This menu item will only appear if "On" is set for "Detailed-set”.
4. Initial Charge - If you select "Off" for this, the origin position set in the User Type will be X = 5.0, ¥ = 5.0.

6. Complete

Origin: On

2-16 Media Set: Step 16

Remote Panal

V3-426UF Remote Panel Mare Update

Printet Infio Exit

Follow the installation wizard instructions.

1. Introduction

o . Detail 16-1. Press the [Enter] key. o
2 Itz S]] - If you know the media origin position in advance,
3. Activation you can input it here, using the [+] / [-] key to enter the X (longitudinal) value and [<] / [>]
key to enter the ¥ (lateral) value.
4. Initial Charge - For the origin position, any value from 5.0 to 270.0 for the X value, and any value from 5.0 |

to 453.0 for the Y value, can be entered.

*These ranges will vary depending on the values set for the media width and length.
6. Complete 16-2. The table will move inward.
16-3. The carriage will move to the set position, with its LED pointer [it steady.

‘ORG X:50 Y:50 |

‘Muving Origin Pos. |
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2-17 Media Set: Step 17

Remote Panal

3 ASEELE - Remote Panel Mode Update

Printet Infio Exit

1. Introduction

- . il 17-1. Use the keys to move the LED pointer to the origin position (print startpoint). =
2 Itz S]] - Use the [+] / [-] key to move the table forward/backward(longitudinally).
3. Activation - Use the [<] / [*] key to move the LED pointer leftward /rightward(laterally).

17-2. Press the [Enter] key to set the position.
4, Initial Charge

6. Complete
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2-18 Media Set: Step 18

: VI-426UF - Remote Panel Mode Update

Printet Infio Exit

1. Introduction

Detail

o . 18. That completes setting of the media. z
2. Initial Setting(VSM)
3. Activation [Mote]
- Pressing and holding down the [Enter] key for 2 seconds or longer while "Ready to Print"
4. Initial Charge is displayed will bring up an inputting menu for the media width, length, set position and
origin position.

Any values you input will be reflected in the currently selected User Type.
6. Complete

Ready to Print
No Name Contents
1 Next Go back to the Installation Wizard process.
2 Back Go back to the previous menu.

® For VJ-426UF, click [Next] to go to "3-10 Complete".
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3). VJ-626UF
Prints the nozzle check patterns to check if the initial ink charge is properly performed.

Set the media first by following the procedures.

rinter mode WJ-626UF Prir No - Remote Panel Mode
3 8 Media Set Frinter Info

Update

Exit

Printer Status  Installation Wizary
e | q Fallow the installation wizard instructions
2 — *
Back Skip Next
.1 Introduction .
Detall Frinter will be ready to print after injtial ink charee. =
+ 2. Initial Setting(VSM) Eiefare printing, ses the “Media Set” procedures below
o [Mats]
v 3. Activation - The “Media Set” procedures are described in the operation manual
Al & - If you cannot understand the procedures below, akso see the operation manual
. 4 Initial Charge
. 6. Complete
No Name Contents
1 Next Go to the next page of the “Media Set” menu.
2 Skip Go to “Complete” of the Installation Wizard.

This button functions apply to the all “Media Set” menu pages.
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3-1 Media Set: Step 1

Remote Panel

626UF Pr N - Remote Panel Mode Update

Media Set: Step 1 Frinter Info Exit

1. Introduction

1. Check that the message on the Panel is displayed 3
2. Initial Setting(VSM) If it is not, press the [Remous Media] key

3. Activation

4_ Initial Charge

6. Complete

oo : ‘ Set media, then ‘
‘ press Set Media key.

3-2 Media Set: Step 2

Remote Panel

626UF Pr N - Remote Panel Mode Update

us Media Set: Step 2 Frinter Info Exit

1. Introduction

L] 2-1. Hold the handle on the front cover ta gently apen it =
2. Initial Setting(VSM) 2-2. Open the front cover fully up as far as it will go
. [Mats]
3. Activation - Always cloge the front cover fully.

= If you leave it part—open, it could close suddenly.
4_ Initial Charge

6. Complete
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3-3 Media Set: Step 3

Remote Panel

626UF Pr N - Remote Panel Mode Update

Media Set: Step 3 Frinter Info Exit

1. Introduction

3. If the message on the left is displayed, you can use the [+] and [-] keys to alter the adsorption fan's -~

2. Initial Setting(WVSM) intensity

[Mats]

= Use thiz when vou want to alter the adsorption fan’s intensity according to the media’s thickness.
- The adsarption fan will skart operating when the [+] or [<] key is pressed
= I you alter the setting, it will be reflected in the currently selected User Type

3. Activation

4_ Initial Charge

6. Complete

‘close cover. +- ‘

3-4 Media Set: Step 4

Remote Panel

626UF Pr N - Remote Panel Mode Update

Media Set: Step 4 Frinter Info Exit

Follow the installation wizard instructions

1. Introduction

4. Place the media on the table.

2. Initial Setting(WVSM)

3. Activation

4_ Initial Charge

6. Complete
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3-5 Media Set: Step 5

Remote Panel

- Remote Panel Mode Update

Printer Infio Exit

* q ' | [Follow the installation wizard instructions.

Back Skip

1. Introduction

5. Hold the position shown on the bottom and gently close the cover -

2. Initial Setting(VSM)
3. Activation

4_Initial Charge

6. Complete

3-6 Media Set: Step 6

Remote Panel
- Remote Panel Mode Update

Printer Infio Exit

Follow the installation wizard instructions.

1. Introduction

6-1. Press the [Set Medial key. -
2. Initial Setting(VSM) 6-2. Press the [Enter] key.
~ This menu Item anly appears when the Ussr Typs are selected for the flrst tims

— If you select “On”, you will have to input the “Media helght”, “Obst.”, “Mediasize”, “Media location” and
Media orizin® after Pressing the [Set Media] key each time you set a media on the table
— If you select “Off” via the [ - Jkey, “Ready to Print” will be displayed after pressing the [Set Media] key
4_Initial Charge each time you set a media on the table

In that cace, the currently selscted User Type valuss will be used for the “Media height”, “Obst.”, “Media
size”, " Media location” and " Media origin.

3. Activation

6. Complete

On
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3-7 Media Set: Step 7-1

i - Remote Panel Mode Update

Frinter Info Exit

1. Introduction

L] 7-1. Use the [+] / [ - T key to confieure media hefght setting =
2. Initial Setting(WSM) ="Auta™: Printer automatically detects height of media and
lowers the table until the obstacls sensor detects no obstacls.
3. Activation =“Mianual”: User manually input height of media.
4_Initial Charge 7-2 Press the [Enter] key

6. Complete

m ) S -]

‘Height: Manual ‘

3-8 Media Set: Step 7-2

i - Remote Panel Mode Update

Frinter Info Exit

Follow the installation wizard instructions

1. Introduction

Detall 7-3 In " Auto” Setting =
2. Initial Setting(VSM) 1. Use [+] or [-] key to specify the ofiset value betwsen the print head and media
2. Press the [Enter] key

[Mats]

= The default head gap from the surface of media is set to 1.2 mm.

When you want to increase the head gap, use this menu to specify value in range of 0.0 mm to 15 mm.

4. Initial Charge Example: If “PG Offset” is set to 05 mm, the head gap from the surface of

redia will bs 1.7 rim (1.2 mm + 05
74 In " Manual Setting

1. Use the [+] / [-] key to input the media helght.

2. Press the [Enter] key
6. Complete [Mote]
= Any value from 0.0 mm to 150.0 mm can be st for the height

3. Activation

gl ) oo oo

‘ MediaHeight: 0.0 mm ‘
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3-9 Media Set: Step 7-3

] [ |

Remote Panel Mode Update

Frinter Info Exit

1. Introduction

L] 7-6 Use the [+] / [-] key to confieure the printer response setting for obstacle detection. -
2. Initial Setting(VSM) — "Buto”: The printer pause the printing
It lowers the table until the sensor does not detect any obstacle, and then resumes the job
- — “Print Cancel”: The printer cancels printing and prompts the obstacle error message.
3. Activation - “Contirm”: The printer pauses the printing and allows users to choose from twa options;
Print Gontinue or Print Cancel.
4_Initial Charge 7-7. Press the [Enter] key

[Mote

— If the sensor still detects the obstacle atter the table moves down to its lowest position, the printer
cancels printing and prompts the obstacle error message.

6. Complete

Auto ‘

Print Cancel ‘

Confirm ‘

3-10 Media Set: Step 7-4

] [ |

Remote Panel Mode Update

Frinter Info Exit

Follow the installation wizard instructions

1. Introduction

7-8. The messaze on the Panel will appear
= While the table iz mowving to the print start position, the obstacle sensor will detect the media
1. If o obstacle is detected, move to the next step

S 2. If any obstacle is detected, an obstacle error message will appear on the operation panel.
3. Activation - Press the [Remove Media] key

Press [Set Media] key and then enter the height of media.

2. Initial Setting(WVSM)

4_ Initial Charge

6. Complete

= e : Wait Little Time
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3-11 Media Set: Step 8

i - Remote Panel Mode Update

Frinter Info Exit

1. Introduction

wib ~1. Use the [+] / [-] key to input the media width. =
2. Initial Setting(VSM) 5-2. Press the [Enter] key

[Mats]
- Any value from 20 mm to 483 mm can be set far the width
= If media with width 483 mm i used, it will not be possible to input a ¥-direction value for the set position.

3. Activation

4_ Initial Charge

6. Complete

483mm

3-12 Media Set: Step 9

i - Remote Panel Mode Update

Frinter Info Exit

Follow the installation wizard instructions

1. Introduction

Zetak —1. Use the [+] / [-] key to input the media lenzth A
2. Initial Setting(VSM) 0-2. Press the [Enter] key
S [Mats]
3. Activation - Any valug from 20 mm to 594 mm can be set for the lensth.
= If media with length 584 mm is used, it will not be possible to input an X-direction value for the set
4_ Initial Charge position

6. Complete

— |:> e -
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3-13 Media Set: Step 10

i - Remote Panel Mode Update

Frinter Info Exit

1. Introduction

Lo | 10-1. Fress the [Enter] key. =
2. Initial Setting(VSM) [hlate] . . .
— This menu ftem will only appear If “On” ks sst for “Detalled-set
— If you know the media set position in advance, you can input it here,
using the [+] 7 [-] key to enter the X (loneitudinal) value and [<] 7 [>] key to enter the ¥ (ateral) value.
= For the set position, any value from 0.0 to 564.0 can be set for the X value, and any value from 0.0 to
4_ Initial Charge 4530 for the ¥ value.
#These rangss will vary depending on the values set for the media width and length

3. Activation

10-2. The table will rrove: inward.
10-3. The carriage will move to the set position, with it LED pointer lit steady
6. Complete

= : ‘SET X: 00 V:o00 ‘
‘Moving Location Pos. ‘

3-14 Media Set: Step 11

i - Remote Panel Mode Update

Frinter Info Exit

Follow the installation wizard instructions

1. Introduction

11-1. Use the keys to alizn the LED pointer right foreground of the media. A
2. Initial Setting(VSM) - Uss the [+] / [-] key to move the table forward/backward(ongitudinally)
— Use the [<] 7 [>] key to mave the LED painter leftward/rightward(lstarally)

T AT 11-2. Press the [Enter] key to s=t the position.

4_ Initial Charge

6. Complete

‘SET X:10.0 Y:20.0 ‘
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3-15 Media Set: Step 12

i - Remote Panel Mode Update

Frinter Info Exit

1. Introduction

Datall 12. Press the [Enter] key. =
2. Initial Setting(WVSM)
[hate]
- — This menu itern will only appear if “On" is set for “Detailed—set”
3. Activation - If you select “Of” for this. the orizin position set in the User Type willbe X = 5.0, =50

4_ Initial Charge

6. Complete

Origin: On

3-16 Media Set: Step 13

i - Remote Panel Mode Update

Frinter Info Exit

1. Introduction

Detall 13=1. Fress the [Enter] key. =
2. Initial Setting(WVSM) = I you know the media origin position in_advance,

you can input it here, using the [+] 7 [-] key to enter the ¥ (lorgitudinal) value and [<] / [3] key to enter
the ' (lateral) value.

3. Activation = For the origin position, any value from 5.0 to B63.0 for the X value, and any value from 5.0 to 458.0 for
the ¥ value, can be entered.
4_ Initial Charge #These ranges will vary depending on the values set for the media width and length

13-2. The table will move inward
13-3. The carriaze will move to the set position, with its LED pointer lit steady.

6. Complete

|ORG X:50 Y:50 |

|Moving Origin Pos. ‘
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3-17 Media Set: Step 14

Remote Panel

V.J-626UF F - Remote Panel Mode Update

s : Media Set: Step 14 Frinter Info Exit

Printer Status Installation Wizard |

Follow the installation wizard instructions

1. Introduction

Detail 141, Use the keys to mave the LED painter ta the origin pos ition (print startpoint) =
2. Initial Setting(VSM) = Use the [+] / [-] key to move the table forward/backward(longitudinalky)
— Use the [<] 7 [>] key to mave the LED painter leftward/rightward(lstarally)
- 14-2. Press the [Enter] key to s=t the position.
3. Activation

4_ Initial Charge

6. Complete

|0RG X:15.0 Y: 400 |
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3-18 Media Set: Step 15

Remote Panel

V.J-626UF

Remote Panel Mode Update

Frinter Info Exit

Printer Status  Installation Wizard |
* q ' Follow the installation wizard instructions
Back Skip Nexdt
1. Introduction .
L] 15. That completes setting of the media =
2. Initial Setting(WVSM)
[hate]
- — Pressing and haldire down the [Enter] key for 2 seconds or longer while “Ready to Print”
3. Activation iz dizplayed will bring up an inputting menu for the media width, length, set position and orizin position.
Any values you input will be reflected in the currently selected User Type.
4_ Initial Charge
6. Complete
¢ Ready to Print
No Name Contents
1 Next Go back to the Installation Wizard process.
2 Back Go back to the previous menu.

® For VJ-626UF, click [Next] to go to "3-10 Complete".
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4). XPJ-1641SR/1682SR
Prints the nozzle check patterns to check if the initial ink charge is properly performed.

Set the media first by following the procedures.

@ Eemge Eanel E
Printer model 1 XPJ-16825R Printer Serial No. © % % ¢ Remote Panel Mode - E—— | Updata |
Status: )  Hediase Ptz o, | B |
Printer Status || Installation Wizard
_ | Follow the installation wizard instructions.  Select Print Head v = =23
12— » e R R K[ =
Back Skip Next A = Short Cleaning | Normal Cleaning | Long Cleaning Little Charge
+ 1. Introduction ]
. Detail Prints nozzle check patterns to check if initial ink charge is properly performed. E
+ 2. Initial Setting(MSM) Set the media first by following the procedures,
. 3. Activation
. A.Initial Charge
No Name Contents
1 Skip Go to “Complete” of the Installation Wizard.
2 Next Go to the next page of the “Media Set” menu.

This button functions apply to the all “Media Set” menu pages.
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4-1 Media Set: Step 1

Printer model : XPJ-16825R

Printer Serial No. :

L]

Remote Panel Mode - Fremols Fanel Mods |

Update |

Status:

- Media Set: Step 1

Pt Info, |

B |

Printer Status || Installation Wizard

Faollow the installation wizard instructions.

Select Print Head
- jaL

&

Long Cleaning

EJ

Nomal Cleaning

R

Short Cleaning

Little Charge

Introduction

Detail

2. Initial Setting(MSM)
. Activation

4 Initis

1-1. Push the flange (x2) into the both ends of the roll media core.
- Before inserting, twist the handle on the flange anticlockwize to unlock it,
1-2. Twist the handle clockwise to lock the flange.

[Read Here First]
- Check that the flange is firmly locked.
- If not, the roll media can be removed from the flanges, affecting the print guality,

4-2 Media Set: Step 2

L]

Printer model 1 XPJ-16825R Printer Serial No. © 4 % ¥ Remote Panel Mode : E—— | Updata |
Status: ()  Hediaset swen2 Ptz o, | B |
Printer Status || Installation Wizard
B Follow the installation wizard instructions.  Select Print Head A E, —
Vie
s faLL -
Normal Cleaning | Long Cleaning Little Charge

Short Cleaning

Detail
2. Initial Setting(MSM)

3. Activation

4. Initia

2. Twist the knob bolt on the right side of the media holder anticlockwise to loosen.
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4-3 Media Set: Step 3

Printer model 1 XPJ-16825R Printer Serial No. © 4 %% Remote Panel Mode : E—— | Updata |
Status: ()  Hediaset sien3 Ptz o, | B |
Printer Status || Installation Wizard
Follow the installation wizard instructions.  Select Frint Head n EJ F —
Vie
s faLL - -
Short Cleaning | Normal Cleaning | Long Cleaning Little Charge
1. Intr
Detail -
3. Place the left side of the flange onto the media holder (left). =
2. Initial Setting(MSM}
- Make zure to fit the tab on the flange into the glit on the media holder.
3. Activation
4. Initial
Printer model :  XPJ-16B25R Printer Serial No. : [ %8 Remote Panel Mode : E—— | Updata |
Status: ()  Hediaset: stens Ptz o, | B |
Printer Status || Installation Wizard
* q "I | Follow the installation wizard instructions.  Select Print Head k E p—
Vie
s faLL - -
Back Skip Short Cleaning | Normal Cleaning | Long Cleaning Little Charge

Detail

o - Make sure to fit the tab on the flange into the slit on the media holder.
3. Activation

4 Initial

4. Slide the right side of the media holder to place the right side of the flange onto the holder.
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4-5 Media Set: Step 5

Printer model:  XPJ-16825R Printer Serial No. © [ %% Remote Panel Made : FE———— | Undae |
Status: [  Hediaset sueps Finter o | git |
Printer Status ”m
« q * Follow the installation wizard instructions.  Select Print Head h E‘ h
Back Skip AL Short Cleaning | Mormal C;aning Long Cle_aning Little Charge
1. Intrc
2. Iritial Setting(MSM) Detail 5. Twist the knob bolt on the right side of the media holder clockwise to tighten. =
3. Activation
4-6 Media Set: Step 6
Printer model:  XPJ-16825R Printer Serial No. © 9 %% Remote Panel Made : FE———— | Undae |
Status: [  Hediaset seps Finter o | git |
Printer Status ”m
« q q * Follow the installation wizard instructions.  Select Prirt Head h E p—
i
Back Skip AL Short Cleaning | Mormal Cleaning | Long Cleaning Little Charge
1. Intrc n
Detail 6. From the front side of the printer, pull the hold lever towards you to release the pressure =
rollers.

You can access to the hold lever from the rear side of the printer.

- To release the pressure rollers, push the lever,
- To lock the pressure rollers, pull it towards you,
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4-7 Media Set: Step 7

Printer model - XPJ-16825R Printer Serial No. : - —

Remote Panel Mode -

L]

Riemolz Panel Mads |

Update |

Status:

- Media Set: Step 7

Pt Info, |

B |

Printer Status || Installation Wizard

Faollow the installation wizard instructions.

Select Print Head

s|AaL

R

Short Cleaning

Nomal Cleaning

&

Long Cleaning

E}

Little Charge

Introduction ]
. Detail 7-1. Open the front cover.
. Initial Setting(MSM)

3. Activation [Read Here First]

4 Initis

- Before inserting, rewind the roll media properly.

7-2. From the rear side of the printer, inzert the front edge of the roll media into the media slot,

4-8 Media Set: Step 8

Printer model - XPJ-16825R Printer Serial No. : - —

Remote Panel Mode -

L]

Riemolz Panel Mads |

Update |

Status:

- Media Set: Step 8

Pt Info, |

B |

Printer Status || Installation Wizard

Faollow the installation wizard instructions.

Select Print Head

s|AaL

R

Short Cleaning

Nomal Cleaning

Long Cleaning

Little Charge

1. Introduction
Detail
. Initial Setting(MSM)
3. Activation

4 Initis

&. From the front side of the printer, pull the roll media for approximately 1 m.
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4-9 Media Set: Step 9

Printer model : XPJ-16825R

Printer Serial No. :

L]

Remote Panel Mode -

- Media Set: Step 9

Status:

Fiemote Panel bods

| [ g |

Pt Info, | B |

Printer Status || Installation Wizard

Faollow the installation wizard instructions.

Select Print Head R

s|AaL
Short Cleaning

EJ

Nomal Cleaning

)7 =

Little Charge

Long Cleaning

1. Intr
Detail
2. Initial Setting(MSM}
3. Activation

4. Initial

9. ¥hile one person holds the front edge of the media, the other person turns the flange to

slightly rewind the roll media to remove warp or skew,

[Read Here First]

- If you rernove your hands from the front edge of the media while rewinding, the media can

be removed from the media slot.

4-10 Media Set: Step 10

L]

Printer model :  XPJ-16B25R Printer Serial No. : 9 %8¢ Remote Panel Mode : E—— | Updata |
Status: )  Hediaset: sien 10 Ptz o, | B |
Printer Status || Installation Wizard
* q "I | Follow the installation wizard instructions.  Select Print Head k E p—
e
) el ) ~ -
Back Skip Short Cleaning | Normal Cleaning | Long Cleaning Little Charge

Detail

3. Activation

4 Initial

10. Check that the right-hand edge of the media is located the left side of the media guide

line.
If not, print quality can be affected.
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4-11

Media Set: Step 11

4-12

Printer model 1 XPJ-16825R Printer Serial No. © 4 % ¥ Remote Panel Mode : E—— | Updata |
Status: ()  Hediaset step Ptz o, | B |
Printer Status || Installation Wizard
| Follow the installation wizard instructions.  Select Print Head A EJ h
e ) - -
Short Cleaning | Normal Cleaning | Long Cleaning Little Charge
1. Introduction ]
S > Detail 11-1. From the front side of the printer, push the hold lever to hold dewn the media with -
2. Initial Setting(MSM) pressure rollers,
ation 11-2. Check that the pressure rollers hold down the edge of the roll media as shown in the
S good exarmple below.
4. Initia
1: Pressure roller
2 : Roll media
3 ! The pressure roller does net hold dewn the edge of the media properly.
Good  Good NotGood
3
Printer model :  XPJ-16B25R Printer Serial No. : [ %8 Remote Panel Mode : E—— | Updata |
Status: )  Hediaset: siep12 Ptz o, | B |

Printer Status || Installation Wizard

Faollow the installation wizard instructions.

Select Print Head

Nomal Cleaning

R

s|AaL
Short Cleaning

Long Cleaning

Little Charge

1. Introduction
Detail
. Initial Setting(MSM)
3. Activation

4 Initis

12. Place the edge holders on both edges of the media.

[Read Here First]
- In the default setting, the printer starts printing with 5 mm margin on the sides.
DO NMOT held down the edge of the media more than 5 mm with the edge holder,
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4-13 Media Set: Step 13

Printer model :  XPJ-16B25R Printer Serial No. : [ %8 Remote Panel Mode : E—— | Updata |

Status: )  Hediaset: siep13 Ptz o, | B |
Printer Status || Installation Wizard

Follow the installation wizard instructions.  Select Frint Head A EJ E, —_—
b
Jalc - -

Short Cleaning | Normal Cleaning | Long Cleaning Little Charge

Detail 13. Close the front cover. 1

tting(MSM)
3. Activation

4. Initial Ch
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5). XPJ-461UF
Prints the nozzle check patterns to check if the initial ink charge is properly performed.

Set the media first by following the procedures.

Rermote Panel

A It N 5 [ | Remote Panel Mods Update

Media Set Printer Infa, Exit

Printer Status Installation Wizard |
e, | Follow the installation wizard instructions.
2 ———aN
Back Skip MNext
n :
Detail Printer will be ready to print after initial ink charge. -
Before printing, see the "Media Set" procedures below,
. 3. Activation [Note]
4. Initial Charge - The "Media Set" procedures are described in the operation manual.
v S - If you cannot understand the procedures below, also see the operation manual.
. B.Complete
No Name Contents
1 Next Go to the next page of the “Media Set” menu.
2 Skip Go to “Complete” of the Installation Wizard.

This button functions apply to the all “Media Set” menu pages.
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5-1 Media Set: Step 1

Rermote Panel

XP1-461UF

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail 1. Check that the message on the Panel is displayed. -

If it is not, press the [Remove Media] key.

5-2 2-2 Media Set: Step 2

Rermote Panel

XP1-461UF

* q [ * Follow the installation wizard instructions.
Back Skip. Meat

Detail

Remote Fanel Mode Update

Printer Infa, Exit

2. Held the handle on the front cover to gently open it. -
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5-3 Media Set: Step 3

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detai 3. Install the supplied table in the printer. i

[MNote]

- Use this when you want to alter the adsorption fan's intensity according to the media¥'s
thickness.

- The adsorption fan will start operating when the [+] or [-] key is pressed.

- If you alter the setting, it will be reflected in the currently selected User Type.

3. Activation

4. Init

Set madia, then

close cover,

5-4 2-4 Media Set: Step 4

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail 4. Place the media on the table, |

3. Activation

4. Init
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5-5 Media Set: Step 5

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail 5. Open the PG handwheel cover, by pressing on it. B

3. Activation

4. Init

5-6 2-6 Media Set: Step 6

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail 5-1. Turn the PG handwheel to lower the table. &

6-2. Position the media height guide over the table,
5-3. Turh the PG handwheel to raise the table to the position where the media touches the

3. Activation media height guide.

4. Init

3-105 MSMIE-A-01



MUTOH Status Monitor

Installation Wizard Operation Manual

3 Installation Wizard

5-7 Media Set: Step 7

Rermote Panel

XP1-461UF

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail

7-1. Remove the media height guide.
7-2. Close the PG handwheel cover.

5-8 2-8 Media Set: Step 8

Rermote Panel

XP1-461UF

Remote Fanel Mode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail

&. Hold the position shown on the left and gently close the cover.
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5-9 Media Set: Step 9

Rermote Panel

XP1-461UF i ik Remate Panel tode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail 9-1. Press the [Set Media] key.

9-2, The message on the Panel will appear. The table will move inward, and a check will be run
using the obstacle senser, to make sure that the media will not contact with the head.
[Mote]
- If the table is still positioned too high, the following will appear in the order given:

"Obstacle Detected", "Press Remove Media', "key". Press the [Remowve Media] key and
readjust the table¥'s height.

Set media, then

Tap Set Media key.

5-10 5-10 Media Set: Step 10

Rermote Panel

XP1-461UF i i Remate Panel tode Update

Printer Infa, Exit

Follow the installation wizard instructions.

Detail 10. Press the [Enter] key.

- This menu itern only appears when the User Type are selected for the first time.
- - If you select "On'", you will have to input the media width, media height, media set position
& RERTELT and origin position after pressing the [Set Media] key each time vou set a media on the table,
- If you select "Off" via the [ - ] key, "Ready to Print" will be displayed after pressing the [Set
Media] key each time you set a media on the table.

In that case, the currently selected User Type values will be used for the media width, media
height, media set position and origin position.

4. Ini

**:Detailed-Set:
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5-11 Media Set: Step 11

Rermote Panel

3 Installation Wizard

Remote Fanel Mode

Update

Printer Infa,

Follow the installation wizard instructions.

Exit

1. Intr on

3. Activation

“v 4 Initi

*| 23]

Detail

11-1. Use the [+] / [-] key to input the media width.
11-2. Press the [Enter] key.

[Mote]

- These menu items will only appear if "On" is set for set check display.
- Any value from 30 mm to 483 mm <an be set for the width.

- If media with width 483 mm is used, it will not be possible to input a Y-direction value for the
set position.

5-12 5-12 Media Set: Step 12

Rermote Panel

Remote Fanel Mode

Update

Printer Infa,

Exit

3. Activation

“v 4 Initi

Follow the installation wizard instructions.

Detail

12-1. Use the [+] / [-] key to input the media length.
12-2. Press the [Enter] key.

[Mote]
- Any wvalue from 30 mm to 329 mm can be set for the length.

the set position.

- If media with length 329 mm is used, it will not be possible to input an X-direction value for
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5-13 Media Set: Step 13

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

*| 23]

1. Intr on

3. Activation

“v 4 Initi

Follow the installation wizard instructions.

Detail

13-1. Use [SetMedia] or [RemoveMedia] key ta enter the PF (longitudinal yvalue. -
13-2. Use [ <] or [ =] key to enter the CR (lateral}value.
13-3. Press the [Enter] key.

5-14 5-14 Media Set: Step 14

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

3. Activation

“v 4 Initi

Follow the installation wizard instructions.

Detail

14-1. Use [SetMedia] or [Removeiedia] key ta mowe the table forward/backward.
14-2. Use [ <] or [ =] key to move the LED pointer leftward frightward.
14-3. Press the [Enter] key.
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5-15 Media Set: Step 15

Rermote Panel

Remote Fanel Mode Update

Printer Infa, Exit

Printer Status Installation Wizard |
2,1 — I * q [ * Follow the installation wizard instructions.
Back Skip. Meat
oL n :
— Detail 1S. That completes setting of the media.
. 3. Activation
~, 4 Initial Charge
. B.Complete
Print Ready
Typel
No Name Contents
1 Next Go back to the Installation Wizard process.
2 Back Go back to the previous menu.

® For XPJ-461UF, click [Next] to go to "3-10 Complete".
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6). XPJ-661UF
Prints the nozzle check patterns to check if the initial ink charge is properly performed.

Set the media first by following the procedures.

Remote Panel

XP3-661UF Printer Serial No. Femote Panel Mode - m

de Remote Panel Mode

2,1

Printer Status Installation Wizard |
| Follow the installation wizard instructions.
dnl | B ‘
Back Skip Next
1. Introduction
Detail . E = PP
- - Printer will be ready to print after initial ink charge.
2. Initial Setting(MSM) Before printing, see the "Media Set" procedures below.
3. Activation [Note]
e e - The "Media Set" procedures are described in the operation manual.
' e - If you cannot understand the procedures below, also see the operation manual.
6. Complete
No Name Contents
1 Next Go to the next page of the “Media Set” menu.
2 Skip Go to “Complete” of the Installation Wizard.

This button functions apply to the all “Media Set” menu pages.
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6-1 Media Set: Step 1

Remote Panel

XPJ-661UF

A
1. Introduction

3. Activation

4. Initial Charge

6. Complete

Printer Status Installation Wizard |

»

2. Initial Setting(MSM)

| Follow the installation wizard instructions.

1. Check that the message on the Panel is displayed.
If it is not, press the [Remove Media] key.

Setmedia, then
Tap ['v] key.

6-2 Media Set: Step 2

Remote Panel

XPJ-661UF

Remote Pancl Mode [ ]

A
1. Introduction

3. Activation

4. Initial Charge

6. Complete

Printer Status Installation Wizard |

2. Initial Setting(MSM)

| Follow the installation wizard instructions.

2. Hold the handle on the front cover to gently open it.
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6-3 Media Set: Step 3

Remote Panel

XPJ-661UF

Printer Status Installation Wizard |

« q » ’Folkmmeinstallatbnwizardinsmnd:bna
Back Skip | [L_Next

1. Introduction

- . 3. If the on the left is displayed, you can use the [+] and [-] keys to alter the

2. Initial Setting(MSM) adsorption fan's intensity.

3. Activation [Note]

4.Initial Charge u-“léﬁ:\: when you want to alter the adsorption fan's intensity according to the media¥'s

- The adsorption fan will start operating when the [+] or [-] key is pressed.
- If you alter the setting, it will be reflected in the currently selected User Type.
6. Complete

Setmedia, then

close cover.

6-4 Media Set: Step 4

Remote Panel

XPJ-661UF i o Femote Panel Mode [ ]

Printer Status Installation Wizard |

« q » ’Folkmmeinstallatbnwizardinsmnd:bna
Back Skip

1. Introduction

. 5 4. Place the media on the table.
2. Initial Setting(MSM)

3. Activation

4. Initial Charge

6. Complete
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6-5 Media Set: Step 5

Remote Panel

XPJ-661UF Pri al No.

Media Set: Step 5

Printer Status Installation Wizard |

« q » ’Folk)wmeinstallatbnwizardinstmctbna
Back Skip

1. Introduction

2. Iniial Seting(MSM) Detail 5. Hold the position shown on the bottom and gently close the cover.

3. Activation

4. Initial Charge

6. Complete

6-6 Media Set: Step 6

Remote Panel

Remote Panel Mode

Printer Info.

Printer Status Installation Wizard |

« q » ’Folk)wmeinstallatbnwizardinstmctbna
Back Skip

1. Introduction

Detail 6-1. Press the [Set Media] key.

2. Initial Setting(MSM) 6-2. Press the [Enter] key.

- This menu item only appears when the User Type are selected for the first time.

- If you select "On", you will have to input the "Media height”, "Obst.", "Mediasize", "Media
location” and "Media origin” after pressing the [Set Media] key each time you set 2 media on
the table.

- If you select "Off" via the [ - ] key, "Ready to Print" will be displayed after pressing the [Set
Media] key each time you set a media on the table.

6. Complete In that case, the currently selected User Type values will be used for the "Media height",
"Obst.", "Media size", "Media location” and "Media origin".

3. Activation

4. Initial Charge

Set media, then

Tap [A\] key.
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6-7 Media Set: Step 7-1

Remote Panel

XPJ-661UF Pri

Media Set: Step 7

al No.

Printer Status  Installation Wizard |

* Y

. l.Introduction

2. Initial Setting(MSM)
3. Activation

sl | Charge

6. Complete

Follow the installation wizard instructions.

Detail

7-1. Use the [+]/ [ - ] key to configure media height setting.
- "Auto": Printer automatically detects height of media and
lowers the table until the obstacle sensor detects no obstacle.

-"Manual": User manually input height of media.

7-2. Press the [Enter] key.

6-8 Media Set: Step 7-2

Remote Panel

Printer Status  Installation Wizard |

* Y

. l.Introduction

. 2 Initial Setting(MShM)
3. Activation

4. Initial Charge

6. Complete

Follow the installation wizard instructions.

Detail

7-3. In "Auto” Setting ~
1. Use [+] or [-] key to specify the offset value between the print head and media.
2. Press the [Enter] key.
[Note]
- The default head gap from the surface of media is set to 1.2 mm.
When you want to increase the head gap, use this menu to specify value in range of 0.0 mm
to 1.5 mm.
Example: If "PG Offset” is set to 0.5 mm, the head gap from the surface of
media will be 1.7 mm (1.2 mm + 0.5 mm).
7-4. In "Manual” Setting
1. Use the [+] / [-] key to input the media height.

**: PG Offset:
0.0-1.5)

**: Media Helght :

(0.0-150.0)
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6-9

6-10

Media Set: Step 7-3

Remote Panel

Media Set: Step 7

Printer Status Installation Wizard |

1. Introduction
Detail
2. Initial Setting(MSM)

3. Activation

4. Initial Charge

6. Complete

« q * Follow the installation wizard instructions.
Back Skip

7-5. Use the [+] / [-] key to configure the printer response setting for obstacle detection.
- "Auto": The printer pause the printing.
It lowers the table until the sensor does not detect any obstacle, and then resumes the job.
- "Print Cancel": The printer cancels printing and prompts the obstacle error message.
- "Confirm": The printer pauses the printing and allows users to choose from two options.
Print Continue or Print Cancel.
7-6. Press the [Enter] key.
[Note]
- If the sensor still detects the obstacle after the table moves down to its lowest position, the
printer cancels printing and prompts the obstacle error message.

** : Obstacle Detect :

Media Set: Step 7-4

Remote Panel

Media Set: Step 7

Printer Status Installation Wizard |

1. Introduction
Detail
2. Initial Setting(MSM)

3. Activation

4. Initial Charge

6. Complete

« q * Follow the installation wizard instructions.
Back Skip

7-7. The message on the Panel will appear.
- While the table is moving to the print start position, the obstacle sensor will detect the
media.
1. If no obstacle is detected, move to the next step.
2. If any obstacle is detected, an obstacle error message will appear on the operation panel.
- Press the [Remove Media] key.
Press [Set Media] key and then enter the height of media.
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6-11 Media Set: Step 8

Remote Panel

XPJ-661UF

Printer Status Installation Wizard |

« q * Follow the installation wizard instructions.
Back Skip

. l.Introduction

-~ o . 8-1. Use the [+]/ [-] key to input the media width.
2. Initial Setting(MSM) 8-2. Press the [Enter] key.

3. Activation

[Note]
- Any value from 30 mm to 483 mm can be set for the width.
- If media with width 483 mm is used, it will not be possible to input a Y-direction value for the

set position.

4. Initial Charge

6. Complete

“*:Width:
(30-483)

6-12 Media Set: Step 9

Remote Panel

XPJ-661UF i o Femote Panel Mode [ ]

Printer Status Installation Wizard |

Follow the installation wizard instructions.

A 4

. l.Introduction

- - . 9-1. Use the [+] / [-] key to input the media length.
2. Initial Setting(MSM) 9-2. Press the [Enter] key.

3. Activation

[Note]

- Any value from 30 mm to 594 mm can be set for the length.

- If media with length 594 mm is used, it will not be possible to input an X-direction value for
the set position.

4. Initial Charge

6. Complete
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6-13 Media Set: Step 10

Remote Panel

Printer me XPJ-661UF

rial No

tep 10

Printer Status Installation Wizard |

. l.Introduction

. 2 Initial Setting(MShM)
3. Activation

4. Initial Charge

6. Complete

Follow the installation wizard instructions.

10-1. Use [SetMedia] or [RemoveMedia) key to enter the PF (longitudinal)value.
10-2. Use [<] or [>] key to enter the CR (lateral)value.
10-3. Press the [Enter] key.

6-14 Media Set: Step 11

Remote Panel

XPJ-661UF

Remote Panel Mode

Printer Status Installation Wizard |

R

1. Introduction
2. Initial Setting(MSM)
3. Activation

4. Initial Charge

6. Complete

Follow the installation wizard instructions.

11-1. Use [SetMedia] or [RemoveMedia] key to move the table forward /backward.
11-2. Use [<] or [>] key to move the LED pointer leftward /rightward.
11-3. Press the [Enter] key.
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Media Set: Step 12

Remote Panel

XPJ-661UF

: Step 12

Printer Status Installation Wizard |

Follow the installation wizard instructions.
! Back Skip | |l Next

1. Introduction

- . fretil 12. That completes setting of the media.
. 2 Initial Setting(MShM)

. 3. Activation

4 Initial Charge

. B.Complete

Print Ready
Type1

No Name Contents
1 Next Go back to the Installation Wizard process.
2 Back Go back to the previous menu.

® For XPJ-661UF, click [Next] to go to "3-10 Complete".
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3-6 Nozzle Check

Prints the nozzle check patterns to check the print head condition after the initial ink

charge.
Remote Panel
Remote Panel Mode Update
Printer Infa. Exit
3 R ' -
Short Cleaning Mormal Cleaning Little Charge
.1 Introduction :
Detail Prints nozzle check patterns to check the print head condition after initial ink charge. =
7 AT Before printing, check if the printer is ready to print.
. 3. Activation Click [Next] button,
.4 Initial Charge
. 5. Media Set
. T.Cleaning L
. 8. Adjustment Print
. 9. Media Feed Adjustment
. 10. Complete
No Name Contents
1 Next Sends the command to get the printer information and check if the
printer is ready to print.
2 Skip Skip the nozzle check and go to the “Adjustment Print” menu.
3 Back Go back to the previous menu.
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3 Installation Wizard

1). When the printer is ready to print:

Prints the nozzle check patterns.

Remote Panel
Remote Panel Mode : - T, Undlate
Printer Info Exit
Printer Status  Installation W\zardy
3 * q *' Follow the installation wizard instructions. h E, E‘__ —
Back Skip Next Short Cleaning Normal Cleaning Long Cleaning Little Charge
+ 1 Introduction }
2. Initial Setting(VSM) Detal (Pj:;:e[:z;;agzéz:nnt Now printing nozzle check patterns. e
. 3. Activation
.4 Initial Charge
. 5 Media Set
. T.Cleaning L
. 8. Adjustment Print
. 9. Media Feed Adjustment
+ 10 Complete
No Name Contents
1 Next Sends the command to print the nozzle check patterns to the
printer.
2 Skip Skip the nozzle check and go to the “Adjustment Print” menu.
3 Back Go back to the previous menu.
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2). When the printer is not ready to print:
Check the printer status.

Remote Panel
Nozzle Chex ot available
Printer Status  Installation Wizard |/ 1
3 * q *' Follow the installation wizard instructions. h E, —
i
Back Skip Next Short Cleaning Normal Cleaning Little Charge
1. Introduction }
2 Een = Detal Nozzle check patterns cannot be printed because the printer is not ready to print. e
SLIEISER e ) Check the printer status.
3_ Activation To check the printer status, go to the "Printer Status” tab.
4. Initial Charge
5. Media Set
7. Cleaning
8. Adjustment Print
9. Media Feed Adjustment
+ 10 Complete
No Name Contents
1 Next Sends the command to get the printer information and check if the

printer is ready to print.

* Perform this check until the printer becomes ready to print.

2 Skip Skip the nozzle check and go to the “Adjustment Print” menu.

3 Back Go back to the previous menu.
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3).

Check the printed nozzle check patterns

Check the printed nozzle check patterns.

After sending the command to print the nozzle check patterns, each cleaning buttons

become available.

3-1 XPJ-1682SR

g Remote Panel

=
&

12,3 =

L 2. Initial Setting(MSM)

. 3. Activation

If there is ho problem, dick [Mext] button.

If the nozzle check result indicates that there iz a problemn such as mentioned above int the

check pattern, perform the ceaning.

Select from the following 4 types of cleaning depending on the result. =
*Cleaning types: Short = Normal < Long = Little Charge

If you run a nozzle check print immediately after the initial ink charging, the fellowing
Symptoms may occur:

In such cases, perform "Little Charge",

If there is no impreverment in the printed result even after performing little charge, leave the

Printer model - XPJ-1682SR Printer Serial No. : % % ¥ Remote Panel Mode - E—— | Updata |
Status: () Hozste Check: Pinting... Ptz o, | B |
J
Printer Status || Installation Wizard
| Follow the installation wizard instructions.  Select Print Head v = =
@ N B R |\~ K| = 4
: IALL -
Back Skip Next Short Cleaning | Normal Cleaning | Long Cleaning Little Charge
+ LIntroduction ]
Detail Check if the printed result is unexpectedly faint or the dots in the patterns are missing. -

No Name Contents
1 Next *1 Go to the “Adjustment Print” menu.
2 Skip *1 Go to the “Adjustment Print” menu.
3 Back Go back to the previous menu.
4 Cleaning Performs the cleanings below:
+Short Cleaning +<Normal Cleaning
-Long Cleaning -Little Charge
5 Select Print Head Select_the print head to be cleaned if the printer has more than
one print head.
Setting :
<ALL>/Head 1/ Head 2

® *1 For XPJ-1682SR, click [Next] to go to "IT5—! BBITARO>MYEEA. Complete".
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3-2 Other

Remote Panel

Printer model : V1-628 Remote Panel Mode : Remote Panel Made Update

at Nozzle Check: Printer Info Exit

Printer Status Installation Wizard |

Follow the installation wizard instructions.

2

) e o 4

Short Cleaning MNormal Cleaning Long Cleaning Little Charge
1. Introduction
Detail - -
- Check if the printed result is unexpectedly faint or the dots in the patterns are missing. -
2_Initial Setting(VSM) . 3
If there is no problem, click [Next] button.
3_ Activation If the nozzle check result indicates that there is a problem such as mentioned above int the

check pattern, perform the cleaning.

Select from the following 4 types of cleaning depending on the result.

5 Media Set *Cleaning types: Short < Normal < Long < Little Charge

If there is no improvement in the printed result even after performing little charge, leave the

4. Initial Charge
v

printer for one hour or more, and perform little charge again.

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

~ 10 Complete ,______; —
= ——-
No nozzle clog Nozzle clogged
No Name Contents
1 Next Go to the “Adjustment Print” menu.
2 Skip Go to the “Adjustment Print” menu.
3 Back Go back to the previous menu.
4 Cleaning Performs the cleanings below:

+Short Cleaning
*Normal Cleaning
-Long Cleaning

-Little Charge

® *1 For XPJ-1641SR, click [Next] to go to "IT5—! SRIEMREDIHNYEHA. Complete".
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3-7 Cleaning

Performs each cleaning.

1). Confirmation

Confirmation @

Mormal Cleaning Start.
Are you sure you want to continue?

1 No .I_- 2
No Name Contents
1 Yes Go to the “Cleaning” menu to perform the cleaning.
2 No Go back to the “Nozzle Check” menu process.

2). Requesting to perform cleaning
This wizard page appears while requesting to perform the cleaning to the printer.

Remote Panel

Printer model : V1-628 Printer Serial No Remote Panel Mode : Remate Panel Mode Update

- Requesting to perform normal cleaning... Printer Info Exit

Printer Status  Installation Wizard |

* 4 * Follow the installation wizard instructions. h E, E, —
= e
Back Skip Mext Short Cleaning MNormal Cleaning Long Cleaning Little Charge

. 1. Introduction

MNow requesting the printer to perform normal cleaning.

. 2. Initial Setting(VSM) Please wait

. 3. Activation
. 4 Initial Charge
+ 5 Media Set

+ 6 MNozzle Check

. 8. Adjustment Print

+ 9 Media Feed Adjustment

+ 10. Complete
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3).

Performing Cleaning

This wizard page appears while cleaning.

Remote Panel

Printer Status \nslaHalmnleardl/ 1

Remaote Fanel Mode

Update

Printer Infa.

Exit

1. Introduction

2 Initial Settin

3. Activation

5. Media Set

8. Adjustment

. 10. Complete

*(

Next

g(VEM)

4_ Initial Charge

6. Nozzle Check

Print

9. Media Feed Adjustment

Follow the installation wizard instructions. t‘ E

Short Cleaning Mormal Cleaning

E,

Long Cleaning

Little Charge

——J
ik

Normal cleaning has been started. Please wait.
When normal cleaning is completed, click [Next] button.

No Name Contents
1 Next Go back to the “Nozzle Check” menu.
2 Skip Go to the “Adjustment Print” menu.

3 Back Go back to the previous menu.
4 Cleaning Performs each cleaning.
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3-8 Adjustment Print

Performs the printer adjustment to achieve the optimal print quality.

Remote Panel

Remate Fanel Mode

Update

Printer Info

Exit

>’

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4. Initial Charge

5. Media Set

6. Nozzle Check

7. Cleaning

9. Media Feed Adjustment

+ 10 Complete

Follow the installation wizard instructions. h E, =" —
. i
Short Cleaning MNormal Cleaning Long Cleaning Little Charge

Performs printer adjustments to achieve the optimal print quality.

This printer was adjusted at the factory shipment so that it obtains the optimum pinting quality.
Adjust the quality if the print quality changes after the installation environment or the media is
changed.

No Name Contents

1 Next Go to the Adjustment Print page.

2 Skip Go to the “Media Feed Adjustment” menu.
3 Back Go back to the previous menu.
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1).

Media Thickness

Enter your media thickness.

Remote Panel

Printer model : V1-628

Adjustment Print: Check the printer: Success

Status :

Printer Status AdJustmean‘nm] 1

Remote Panel Mode :

rerforms adjustment prints.

| I Perform the adjustments by your media type.
Back Mext

1. Media Thickness

3.

Rough Adjustment

Set the media thickness.
If you do not know the thickness, leave in blank.

Media Type Typel
(
Thickness 170 [um] Set  Qu—

2. Confirmation

Check the printed result and perform rough adjustment or fine

Performs confirm adjustment.
adjustment,if necessary.

Start

Pattern Print

4.

Performs rough adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

Start

2-1. Pattern Print

:

2-2. Adjustment Value

k]
Fl

Micro Adjustment

A‘g
D‘a

B‘g
E‘a

]
=

C‘us
Fle

E]
Fl

Performs fine adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

Start
.

3-1. Pattern Print

3-2. Adjustment Value

Ala =l B =l cfs El
Bfa E El E Fls =

No Name Contents

1 Next Go to the “Media Feed Adjustment” menu.

2 Back Go back to the “Adjustment Print” menu.

3 Media Type Displays the current media type.

4 Thickness Enter your media thickness.

5 Set Reflects the media thickness change to the printer.
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2).

Confirm Adjustment

Performs the confirm adjustment.

Status : Adjustment Print: Started to print patterns

Remote Panel

Printer model : V1-628 Printer Serial No Remote Panel Mode :

Printer Status  Adjustment Print | ]

Performs adjustment prints.
Perform the adjustments by your media type.

1. Media Thickness 3. Rough Adjustment

Performs rough adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

Media Type Typel 21 Pattern Print : Start
Thickness 170 [um]
2-2. Adjustment Value

2. Confirmation A‘B J 5‘5 J cls J
El El

Fle

Set the media thickness.
If you do not know the thickness, leave in blank.

:

Performs confirm adjustment. D ‘5 J E ‘5
Check the printed result and perform rough adjustment or fine

adjustment,if necessary. 4. Micro Adjustment

Performs fine adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

3-1. Pattern Print : w

3-2. Adjustment Value

Al E Bl E cf =
of4 =l Efs = Fls =l

Pattern Print Start  (@e— 3

Noshiftng shifing shrng

A

FEERREEEEE R S,
No Name Contents
1 Next Go to the “Media Feed Adjustment” menu.
2 Back Go back to the “Adjustment Print” menu.
3 Start Performs the confirm adjustment.
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3). Rough Adjustment

Performs the rough adjustment.

Remote Panel

Printel No

Printer model : V1-628

Status :

Printer Status  Adjustment Print ] 1

Adjustment Print: Started to print patterns

Remote Panel Mode :

2 %] 2

1. Media Thickness

Performs adjustment prints.
Perform the adjustments by your media type.

3. Rough Adjustment

Set the media thickness.
If you do not know the thickness, leave in blank.

Media Type Typel
170 [um]

Thickness

2. Confirmation

.
21 Patter Frint 2 Start Q—3

— .
2-2. Adjustment Value : Set Q— 4

Performs rough adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

M f ] 5

Performs confirm adjustment.

adjustment,if necessary.

Start

Pattern Print

Check the printed result and perform rough adjustment or fine

of o tf o Fl

4. Micro Adjustment

Performs fine adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

o

T
L 1
10 a9 8 @}

Start

I

Al E Bl E cf =
of4 =l Efs = Fls =l

3-1. Pattern Print

A 3-2. Adjustment Value

a

No Name Contents
1 Next Go to the “Media Feed Adjustment” menu.
2 Back Go back to the “Adjustment Print” menu.
3 Start Prints the rough adjustment patterns.
4 Set Reflects the changes to the printer.
5 Adjustment Value Enter each adjustment value (for A-F).
* The available pattern (A-F) and adjustment range changes
depending on the printer model and ink type.
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4).  Micro Adjustment
Performs the micro adjustment.

Remote Panel

Printer model : V1-628 Printel No

Status :

Printer Status  Adjustment Print | 1

Adjustment Print: Started to print patterns

Remote Panel Mode :

Performs adjustment prints.

2] 2

1. Media Thickness

Perform the adjustments by your media type.

3. Rough Adjustment

Set the media thickness.
If you do not know the thickness, leave in blank.

Media Type Typel
Thickness 170 [um]

2. Confirmation

.

Performs rough adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

Start

EE T
o R I COC B CRC

2-1. Pattern Print

2-2. Adjustment Value

Performs confirm adjustment.
adjustment,if necessary.

Start

Pattern Print

Check the printed result and perform rough adjustment or fine

D‘a J E‘B J F‘ﬁ J

4. Micro Adjustment

Performs fine adjustment. Check the printed result and select the
number that has smallest misalignment.
*The number cannot be entered before printing rough patterns.

1
3-1. Pattern Print L— 3

—4
N Co S R T—— 5
of ] e o Fli o

3-2. Adjustment Value Set

No Name Contents

1 Next Go to the “Media Feed Adjustment” menu.

2 Back Go back to the “Adjustment Print” menu.

3 Start Prints the micro adjustment patterns.

4 Set Reflects the changes to the printer.

5 Adjustment Value Enter each adjustment value (for A-F).
* The available pattern (A-F) and adjustment range changes
depending on the printer model and ink type.
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3-9 Media Feed Adjustment

The media feeding length changes depending on the media type and it may affect the print

quality. Perform the media feed adjustment to achieve the optimal print quality.

Remote Panel
Printer model : V1-628 T, Undlate
Printer Info Exit
Installation Wizard | / 1
3 b *‘ Follow the installation wizard instructions. h E, g
Next Short Cleaning Normal Cleaning Long Cleaning Little Charge
+ 1 Introduction }
2. Initial Setting(VSM) Detal :::‘:ﬁvéd\a feeding length changes depending on the media type and it may affect the print e
.~ 3 Activation Please perform media feed adjustment to achieve the optimal print quality.
.4 Initial Charge
. 5 Media Set
. 6. Nozzle Check
. T.Cleaning L
. 8. Adjustment Print
+ 10 Complete
No Name Contents
1 Next Launches the Media Feed Adjustment Wizard.
2 Skip Go to “Complete” of the Installation Wizard.
3 Back Go back to the previous menu.
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1).
1-1

Initial Adjustment

Initial Adjustment

Performs the initial adjustment.

Remote Panel

Printer Status  Media Feed Adjustment Wizard |

1

Remote Panel Mode Update

Printer Info Exit

Next

1-1. Initial Print
1-2. Initial Change
2. Confirm Print
3. Micro Adjustment

3-1. Micro Print

/

3-2. Micro Change

4, Complete

*Aem Print 250 ] immi
Adjustment Value l_ [mm]

quality.

[Read Here First]

1. Media: minimum length of 500mm or longer
2. Ruler: measurement range of 100mm or longer

The media feeding length varies depending on the media type and it may affect the print e

Please perform media feed adjustment to achieve the optimal print quality.

Prepare for the followings to perform media feed adjustment.

No Name Contents
1 Next Go to the “Pattern Print” menu.
2 Skip Go to the “Confirm Print” menu.
3 Back Go back to the previous menu.
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1-2  Initial Print
Prints the initial print patterns.

Remote Panel
Remote Panel Mode Update
Printer Info Exit
Printer Status MedlaFeedAcIJuslmenthzard|
2 * %an l—_[[mm] G— 3
Back Skip Next Adjustment Value l_ [mm]
1. Initial Adjustment }
Detal Performs confirm print to check the adjustment status. e
Select the same feeding length as media feed adjustment, if possible.
1-2. Initial Change Once you have entered it, click [Next] button.
2. Confirm Print
Y 3. Micro Adjustment
Y 3-1. Micro Print
3-2. Micro Change
4, Complete
No Name Contents
1 Next Prints the initial print patterns.
2 Back Go back to the previous menu.
3 Pattern Print Enter the feeding length by clicking the arrow key.
Adjustment range: 100mm - 500mm (in increment of 50mm)
*250mm is default value.
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1-3 Initial Change

Set the adjustment value for the initial adjustment.

Remote Panel
Printer model : V1-628 Printer Serial No Remote Panel Mode : T, Undlate
Adjustment : Pattern Printting... Printer Info Exit
Printer Status  Media Feed Adjustment Wizard | 1
2 ’ * 4 *%ﬂ Print 250 | [mm]
Back Skip Hext Adjustment Value 250 IU_ MM QG — 3
1. Initial Adjustment }
Detal When initial adjustment printing is completed, cut the media. e
T, (I (i Measure the distance between the two pluses in the Initial Print using a ruler.
Enter the measured value in the Adjustment Value field and click [Next] button.
2. Confirm Print
3. Micro Adjustment
3-1. Micro Print
3-2. Micro Change
4, Complete
+ +
—* ]
No Name Contents
1 Next Sets the adjustment value for the initial adjustment to the printer.
2 Back Go back to the previous menu.
3 Adjustment Value Enter the adjustment value for the initial change.

Adjustment range: £50mm from the initial print length
(in increment of 0.1mm)
e.g.) if the initial print feeding length is set to 250mm:

initial change range: 200.0mm — 300.0mm
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2).  Confirm Print

Prints the confirm print patterns to check the adjustment result.

Remote Panel

Printer model : V1-628

Printer Serial No

Printer Status  Media Feed Adjustment Wizard |

Remote Panel Mode :

Remote Panel Mode Update

Printer Info Exit

1. Initial Adjustment
1-1. Initial Print

1-2. Initial Change

3. Micro Adjustment
3-1. Micro Print

3-2. Micro Change

4, Complete

7
* % Print

Mext Adjustment Value 250 0 [mm]

250 ~| [mml

Performs confirm print to check the adjustment status.
Select the same feeding length as media feed adjustment, if possible.
Once you have entered it, click [Next] button.

No Name Contents

1 Next Prints the confirm print patterns.

2 Skip Go to the “Micro Adjustment” menu.

3 Back Go back to the previous menu.

4 Pattern Print Enter the feeding length by clicking the arrow key.
Adjustment range: 100mm - 500mm (in increment of 50mm)
*250mm is default value.
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3). Micro Adjustment
3-1 Micro Adjustment

Performs the micro adjustment for the media feeding adjustment.

Remote Panel
Remote Panel Mode Update
Printer Info Exit
Printer Status Media Feed Adjustment Wizard 1
* : * . Pattern Print 250 | [mm]
3 Back MNext Adjustment Value +0 - ,F [%]
1. Initial Adjustment
Detail 7
il T If you want to skip micro adjustment, click [Skip] button.
1-2. Initial Change To perform micro adjustment, click [Next] button.
2. Confirm Print
3-1. Micro Print
3-2. Micro Change
4, Complete
No Name Contents
1 Next Go to the “Micro Print” menu.
2 Skip Go to “Complete” of the Media Feed Adjustment Wizard.
3 Back Go back to the previous menu.
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3-2  Micro Print

Prints the micro print patterns.

Remote Panel

Panel Mode :

Remote Panel Mode Update

Printer Info Exit

Printer Status  Media Feed Adjustment Wizard |

1

* q /atmmprim 250 ] tmm]
Back Skip | Adjustment Value +0. = ||oo [%]

1. Initial Adjustment

Performs micro adjustment. Click [Next] button. e
1-1. Initial Print

1-2. Initial Change
2. Confirm Print

Y, 3. Micro Adjustment

/

3-2. Micro Change

4. Complete

No Name Contents

1 Next Print the micro print patterns.

2 Back Go back to the previous menu.
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3-3

Micro Change

Set the adjustment value for the micro adjustment.

Remote Panel

EoucllbodeR Remote Panel Mode

Update

nent : Pattern Printer Info

Printer Status MedlaFeedAcIJuslmenthzard' 1

Exit

/

1. Initial Adjustment

1-1. Initial Print

2. Confirm Print

3-1. Micro Print

4, Complete

e

Adjust

4;1 Print 250 | Imm]

ment Value +0. - ,W [%] @— 3

1-2. Initial Change

3. Micro Adjustment

Wait until micro adjustment is completed.

When the printing is completed, see the figure below and check the printed result. Select the
pattern that has the smallest white lines or overlapping images.

Enter the value shown at the bottom right of the pattern and click [Next] button. The entered
value is set to the printer.

Not adequate Adequate Not adequate

-0.20 -0.50 -0.80

\ |

Micro change value

+0.10 0.10 0.20 o.80 1.20

L —§ & 5§ __§__ N _§ _§N N |
41.20 +0.80  40.50  +0.20 0.50

No Name Contents

1 Next Sets the adjustment value for the micro adjustment to the printer.
2 Back Go back to the previous menu.

3 Adjustment Value Enter the adjustment value for the micro adjustment.

Adjustment range: +5.00% (in increment of 0.01%)
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3-4 Complete
Exit the Media Feeding Adjustment Wizard.

Remote Panel

5 S : Media Feed Ad; nent : End Printer Infa Exit

Printer Status MedlaFeedAcIJuslmenthzard| 1

Prin i Rel Panel Mode :

Remote Panel Mode Update

1-1. Initial Print
1-2. Initial Change

2. Confirm Print

/

3-2. Micro Change

1. Initial Adjustment

3. Micro Adjustment

3-1. Micro Print

7
»An Print 250 | [mm]
Next Adjustment Value +0. = ||oo [%]

Exit media feed adjustment wizard.

No

Name Contents

Next

Go back to the Installation Wizard process.

Back

Go back to the previous menu.
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3-10 Complete

Exits the Installation Wizard.

Remote Panel

Remote Panel Mode Update

Printer Info Exit

1. Introduction
2_Initial Setting(VSM)
3_ Activation

4. Initial Charge

5. Media Set

6. Nozzle Check

7. Cleaning

8. Adjustment Print

9. Media Feed Adjustment

Follow the installation wizard instructions.

R

Short Cleaning

Normal Cleaning Long Cleaning Little Charge

Initial Installation is completed.

[Valuelet Club User Registration]

Valuelet Club offers various services for all valuelet Club members.
For more details, please check the following website:

URL: https://valugjetclub.mutoh.co.jp/mutoh/quser

No Name Contents
1 Next Exits the Installation Wizard.
2 Back Go back to the previous menu.
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